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and 昀椀eld operations.



PEOPLE. 

PASSION. 

PERFORMANCE.

At CP, our mission is to provide our customers with sustainable added value solutions which 

optimize performance, maximize ef昀椀ciency and ensure operator satisfaction.
With a dedicated product portfolio and a robust network of partners & authorized distributors, we 

aim to deliver best-in-class global service and local support to automotive service professionals.

Drawing from decades of experience and expertise in 

Vehicle Service, we have embarked on a transformational 

journey to provide you with value-added solutions 
developed in-house by our R&D team.

Ergonomics, safety and reliability are the cornerstones 
of our product development. Our industrial tools are 
designed and tested to be durable and more and 

more sustainable, ensuring ease of use and maximum 

productivity.

We are pleased to present this new version of our 

catalogue. It will provide you with a comprehensive view 
of our Vehicle Service tools and solutions, re昀氀ecting our 
ongoing commitment to excellence and innovations.

Discover how CP can enhance your operations with our 
cutting-edge products and services.

It's simple, really. You have work to 

do, and customers to serve. CP is 

there to help you get the job done, 

without compromise.
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At Chicago Pneumatic, we are committed to delivering best-in-class global service and local support 

to industrial customers through a dedicated product portfolio and a strong network of authorized 

distributors. With decades of expertise in pneumatic solutions and the latest advancements in 

battery and connected tools, we provide solutions that maximize ef昀椀ciency, safety, and productivity.

Our dedication to general and heavy industries spans 
generations.

Reliable performance and safety are key drivers for all 
our industrial products development. Whether it’s the 
use of reinforced materials and robust motor structures, 
ergonomic designs for operator comfort, or intuitive 
controls for precise operation, every CP tool is engineered 
to help you tackle tough jobs with con昀椀dence.
From traditional pneumatic tools to innovative cordless 
solutions, we ensure that your operations run smoothly, 
ef昀椀ciently, and with minimal downtime. Our deep 
understanding of air line systems allows us to optimize 
your pneumatic tool performance, while our connected 
tools bring new levels of data-driven insights and control.

With CP best operating practices become your own.

CP helps make tough jobs easier with:

■  Products: Designed for productivity, ergonomics, safety, 
robustness and ease of use

■ Service: best-in-class support with fast local service
■  Expertise: Decades of knowledge in pneumatic systems, 

air line optimization, and advanced tooling solutions, 
backed by certi昀椀ed quality testing and training

■  Innovation: Cutting-edge battery and connected tools to 
enhance ef昀椀ciency and control

■ Pricing: maximum value for money
■  Parts: Genuine spare parts and services to maintain 

performance

■  Availability: fast and easy delivery through a dedicated 
global production and distribution network

A COMPLETE 
INDUSTRIAL 
TOOLS AND 
EQUIPMENT 

OFFER
NO MATTER HOW  

TOUGH THE CONDITIONS,  

CP HELPS YOU GET THE JOB 

DONE - FASTER,  

SAFER AND SMARTER.

INDUSTRIAL 
BOLTING

MATERIAL 
REMOVAL
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CPCare: Enhanc ing your  t oo l  
per form anc e and produc t iv i t y

Introducing CPCare: the comprehensive service package designed for the CP tools. 

With CPCare, we offer a range of specialized services aimed at maximizing the ef昀椀ciency and 
lifespan of your tool, ensuring you can work safely and ef昀椀ciently.

With our tool failure analysis, we can identify and rectify any issues promptly, minimizing downtime and maximizing 

productivity. Regular preventive maintenance checks are also included in the package, allowing us to catch potential 

problems before they escalate, keeping your  tool in prime condition. Bene昀椀t from tool failure analysis, preventive 
maintenance, budget control, calibration, and tool loan services. Our expert technicians prioritize proper tool usage 

and regular inspections to ensure optimal results.

tools.cp.com



5

Time saving by a clearly 

de昀椀nded service process.

Test certi昀椀cate report and 

calibration following ISO5393 

and certi昀椀ed supplier ISO17025

Ef昀椀cient tool failure analysis done by 
continuous trained technician.

Maintenance budget control

TOOL CALIBRATION

   ✔  Machine Capability Test certi昀椀cate (MCT)

   ✔  Standard certi昀椀cate worldwide

   ✔   Calibration process traceable to national 

standards following ISO 17025

CPCare

   ✔  Fixed price per year

   ✔   Preventive Maintenance wear out spare parts1 

and labour2

   ✔   Once per year or after x thousand cycles 

depending on which occurs sooner

   ✔   TOOL CALIBRATION after preventive 

maintenance

 Opt.   Tool loan during maintenance

1  Wear out spare parts are the gearbox components which the wear does not 

depend on the torque applied but on the time the tools is used.

2  During the preventive maintenance, the tool is disassembled, wear out spare 
parts are replaced. All other parts are cleaned and evaluated.

   Extra quotation is issued only in case other parts should be replaced before the 
next PM.

CPCare Extends the life of your tool by up to 20%!
CPCare if available on speci昀椀c tools only: CP66 Series,  
CP76 Series, CP86 series, CP89 Series and CP3T30 Series.

Contact your CP representative for more information

 | General Industry Catalog
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“Countries, Citizens & Companies 
have a shared responsibility 
towards Sustainability. As a 
responsible Industrial player, 
we take our Corporate Social 
Responsibilty seriously, guided 
by the Sustainable Development 
Goals from the United Nations. 

We strive to conduct our business 
in an ethical, environmental, and 
humane manner. We are now 
setting even more ambitious 
targets and taking actions 
accordingly.

Sustainability is at the core of 
our approach and in昀氀uences our 
decisions at every level.

To evaluate our activities and 
demonstrate our commitment to 
sustainability, we rely on external 
Environmental, Social and 
Governance (ESG) assessment 
platforms, such as EcoVadis. This 
enables us to challenge our targets 
and the way we do things.”

Our c om m it m ent  t o  
Sust a inabi l i t y

Sust ainabil i t y 2024 
Ac hievem ent s &  2025 Target s

Environment People & 
Culture

Ethics &  
Transparency

100% of new or redesigned 

products bene昀椀t from a Product 
Carbon Footprint calculation.

2024: 92,8% of reused, recycled 

or recovered waste**. 

2025 target: 100%

-46% 
CO2 emissions  

scope 1 & 2 by 

2030*.

-28% 
CO2 emissions  

scope 3  

by 2030*.
2024: 34% of our suppliers have 
been evaluated by EcoVadis.
2025 target: 35%**

of women in our workplace in 

2024**
of our employees worldwide 

have been trained on our Code 

of Conduct and have signed a 

compliance agreement in 2024.

26% 100% 

By 2030, our target is to reach a 
minimum of 30% women in our 

workforce*.
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Most of our CO2 emissions comes from Scope 3 Downstream, when our products are in-use phase. 

Our Research & Development teams are working on 3 major levers to reduce CO
2
 emissions:

Electric-powered  

products

Energy-ef昀椀cient products 

during usage

Customer usage  

optimization

Since January 2021, the CO2 impact of any new product is measured through a Product Carbon Footprint 

(PCF) based on ISO 14067:2018 standard. This measure enables us to improve tool ef昀椀ciency along the product 
development process and to provide product recommendations to our customers.

Discover our Product Environmental Card

tools.cp.com/en/
about/Sustainability

Do you want to know more on all 

our activities & commitment to 

Sustainability?

Packaging

In 2024, we challenged CP Tools packaging. 
Most of our outer carton were made with the use of 
many colors and glossy 昀椀nish. 
We decided to use as of now a minimalist approach 
using only black ink on raw cardboard.

NEW

OLD
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What  w e of fer

Dedic at ed eCom m erc e 
p lat form

When you choose CP power tools for professional and industrial applications, you buy into a 

legacy of trust, durability and operator comfort, thanks to our commitment to performance, material, 

aesthetics, ef昀椀ciency, and convenience.

We work towards delivering best-in-class 

customer value

■  Products: reliable, ergonomic, safe, robust, easy-

to-use

■  Service: best-in-class support with fast local service

■  Expertise: expert advice based on decades of 
experience, backed by quality testing and training

■  Pricing: value for money

■  Parts: original spare parts and services

■  Availability: fast and easy delivery through a 

dedicated global production and distribution network

Engineered to excel

Not only are our products engineered to excel, they are 
also designed for safe operations. At CP, our goal is to 
deliver best-in-class global service and local support to 
our industrial, construction and infrastructure customers 
through a dedicated product portfolio and a strong 
network of authorized distributors.

Our products are known for their reliability, ergonomics, 
safety, robustness and ease-of-use and we ensure 
a reliable supply of original spare parts through our 
logistics network, and responsive service.

With CP Webshop you can place and track your orders for tools, parts and accessories, anytime 

and anywhere! Our eCommerce platform provides our customers with rich product content and an 
easy-to-use order and checkout process.

Bene昀椀ts of the Webshop

■  A fast and easy-to-use eCommerce platform
■  24/7 order placement with real-time order and tracking 

status

■  Enhanced product information with technical data/
speci昀椀cation, and related accessories and spare parts

■  Easily accessible product images and related documents

■  Ease of upselling/cross-selling

Experience it !

https://tools.cp.com/en-us/products
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What  is  At ex ?

ATEX stands for "ATmosphere EXplosible" and is the designation commonly given to the two 
European Directives regulating these atmospheres:

- The ATEX Directive 2014/34/EU

- The Directive 99/92/EC, also known as 'ATEX 137' or the 'ATEX Workplace Directive’

The most known industries for having areas where explosive atmospheres can occur are the mines and oil & gas or 

petrochemical sites. These industries have driven the development towards higher levels of safety due to accidents 

in the past. However, there are other industries, such as paint factories or mills, with also a high risk of explosive 
atmospheres. So, it is vital to use tools that have been properly certi昀椀ed for the actual workplace, as de昀椀ned by the 
conforming regulations.

Scan to read article !go to read article !

https://tools.cp.com/en/expert-corner/blog/2018-12-ATEX-NEC-DSEAR-what-are-they-and-how-can-they-help-you
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3  Super industrial  
applications

tools.cp.com

CATALOG GUIDE
This catalog is available in printing version and also in digital pdf version.

For both versions you have access to digital links by scanning the QR codes in the printing version and clicking the pictures/icons in the digital one.

Scan red QR codes to access the 
product videos on CP YouTube channel

Click the product pictures to access 
the product pages on CP webshop

Scan black QR codes to access  
the product pages on CP webshop

Ranking 1-2-3 Retaining segment icon

Click the YT icons to access the 
product videos on CP YouTube channel

Original CP parts and genuine accessories are available for your Chicago Pneumatic tools. Follow this logo to 

昀椀nd the dedicated spare kit and accessories selection listed at the end of each product section.

SPARES AND ACCESSORIES

RANK ING

1  General maintenance  
applications

2  Industrial maintenance  
& production applications
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IMPACT WRENCHES 13
ACCESSORIES P. 61

RATCHET WRENCHES 37 
ACCESSORIES P.  61

TORQUE WRENCHES 41
ACCESSORIES P. 61

DIE GRINDERS 71
ACCESSORIES P.93

ANGLE GRINDERS 100
ACCESSORIES P.116

SANDERS 123
ACCESSORIES P.145

DRILLS 153
ACCESSORIES P.164

PERCUSSIVE TOOLS 165
ACCESSORIES P.179

SPECIALTY TOOLS 187
ACCESSORIES P.196

SCREWDRIVERS 197
ACCESSORIES P. 206 

RIVETERS 207
ACCESSORIES P. 214 

AIR LINE ACCESSORIES 215
HOSES, COUPLINGS, LUBRICATION, BALANCERS

SAFETY INSTRUCTIONS - INDEX - CONVERSION TABLE 232
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Rubber Wood Metal to gasket Metal

VERY SOFT JOINT VERY HARD JOINT

Learn how  t o  d i f fe rent iat e   

sof t  and hard jo int
Soft or hard joint designate the nature of the junction of the two surfaces that are assembled or 
disassembled.

SOFT JOINT
Low resistance to turning until the bolt (or nut) reaches its 
seating, after which resistance slowly increases.

A joint in which the plates and material between the nut and 

bolt bearing surfaces have a low stiffness when subjected 

to compression by the bolt load.

Often the placement of a gasket in a joint results in a soft 

joint.

HARD JOINT
Low resistance to turning until the bolt (or nut) reaches its 
seating, after which resistance rapidly increases.

A joint in which the plates and material between the nut and 

bolt bearing surfaces have a high stiffness when subjected 

to compression by the bolt load.

Metal to metal results in a hard joint. 

The fastener reaches 
torque in approx. 30 
degrees of rotation after 
initial resistance is met.

The fastener reaches 
the 昀椀nal torque approx. 
2 turns (720°) or more 
after initial resistance is 
met.

Soft material - 
gasket

PIN
CLUTCH

SINGLE
DOG

Bene昀椀ts
■  Extremely low vibration clutch for 

better operator comfort
■  Excellent on hard joints with a 

good power/weight ratio

Bene昀椀ts
■  Compact clutch
■  Lighter than the twin hammer 

version
■  Excellent for Maintenance and 

Repair Operations (MRO)

TWIN 
HAMMER
(also called 
Double Dog)

Bene昀椀ts
■  High energy per blow
■  Very durable clutch
■  Excellent for hard joints
■  All around clutch with a high 

power/weight ratio

ROCKING DOG 
CLUTCH
(pinless or double)

THE 2-JAW 
CLUTCH
Best choice for tough duty!

Ef昀椀cient
Thanks to the heavy cage 

blow ef昀椀ciency, this clutch 
is well performing even with 

limited air昀氀ow.

Durable & Easy 
maintenance operation
Thanks to only two main 
moving parts

Symmetric
The hammer is round and 
closed to avoid lateral 
vibrations.

Versatile & Comfortable
Ef昀椀cient for all type of joints, 
the 2-Jaw clutch is one of 
the quietest technology 
improving dramatically 
operator's comfort.

Di f ferent  c lu t c h m ec hanism s



IMPACT 
WRENCHES
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How  t o se lec t  your  t oo l

DIFFERENT CLUTCH MECHANISMS

SQUARE DRIVE & SOCKET RETAINER

You will 昀椀nd on the market a wide selection of socket retainers, from the simple friction ring retention to dual retention and 
spline con昀椀gurations for maximum power transfer and safety.

Friction Ring 
for rapid socket 

change

Hole for pin 
o-ring type 
retention

Dual (Hole + 
Friction) for 

versatility

Quick Change 
for screwdriver 

bits or bits 
sockets

Integral Spline with 
integral push button 
retainer. Maximize 
torque transfer and 

socket life

Pin Retainer 
for dedicated 
applications

VERSATILITY SAFETY

Pistol (P) D-Handle (D) T-Handle (T)

HANDLE TYPE

Type of Clutches

Joint assembly

Very 
hard

Hard Soft Very soft

Pin clutch a a a 

Single dog clutch a a a 

Twin Hammer clutch 
(Double dog clutch) a a a 

Rocking dog clutch a a a a
2-Jaw clutch a a a a

Ultimate / Good / Possible / Not suitable

This table will help you to choose the right impact mechanism

2s 4s Time

Tool 
Torque 
Range

Looking at this torque range, this tool is the best 
choice, ensuring the best productivity ratio.
Ideal for intensive use.

OPTIMUM TORQUE

Ideal for an occasional use.

WORKING TORQUE

For a frequent use at this torque level, we 
recommend to choose a more powerful tool, 
for more productivity and operator comfort.

MAXIMUM TORQUE

TORQUE

1

2 3

4
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12.9

10.9

8.8

3/8" (HEX. 7/16" ) 1/2" 3/4" 1" #5 1 1/2" 2 1/2"

1/4" 5/16" 3/8" 7/16" 1/2" 9/16" 5/8" 3/4" 7/8" 1" 1-1/8" 1-1/4" 1-3/8" 1-1/2"

3 6 11 18 28 43 55 97 155 230 340 480 660 860

8 16 28 46 70 110 140 250 405 600 770 1,080 1,470 1,950

11 23 40 65 99 159 198 350 566 848 1,245 1,750 2,375 3,125

- - - - - - 200 355 570 850 1,060 1495 1,960 2,600

- - - - - - 250 435 715 1,070 1,580 2,125 2,780 3,700

M6 M8 M10 M12 M14 M16 M18 M20 M22 M24 M27 M30 M36 M42 M45 M48

9,8 24 47 81 128 197 275 385 518 665 961 1,310   2,280 3,640 4,510 5,450

14 33 65 114 181 277 386 541 728 935 1,350 1,840 3,210 5,110 6,340 7,660

17 40 79 136 217 333 463 649 874 1,120 1,620 2,210 3,850 6,140 7,660 9160
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CP721 CP7737 CP772H CP7779

CP7731 CP734H CP7762 CP7783/-6

CP7731C CP7732/-C CP7763/-6 CP7782/-6

CP7739
CP7741/-2

CP749

CP6300RSR CP8242-R/-P CP9561 CP6773 CP6930-D35
CP8222-R/-P CP8252-R/-P CP8272-D/-P CP7773

CP8232-QC (7/16 hex) CP9541/42 CP7769 CP6910-P24
CP6728-P05R CP7748 CP6763 CP6773-D18D

CP8854/2 CP6763-D18D CP6920-D24

CP6738-P05R CP6060-P15H/R CP6070-P15H CP0611P RLS CP6135-D80 CP6240-T120

CP6500RS/RSR CP6768EX-P18D CP6778EX-P18D CP0611-D28L CP6120-D35H

CP6748EX-P11R ATEXCP CP0611-PRQ CP6120-D25L CP6130-T70

CP0611-D28H

BOLTS TABLE (METRIC)

BOLTS TABLE (IMPERIAL)

INDUSTRIAL RANGE

SUPER INDUSTRIAL

INDUSTRIAL 
MAINTENANCE 

AND PRODUCTION

GENERAL 
MAINTENANCE

DRIVE SQUARE

Torque recommendations : 

The torque is important to ensure the required clamping force. 
The table shows the recommended max tightening torque for the most common types of screws and bolts: untreated, oil-smeared screws 
(friction coef昀椀cient = 0,125) with metric coarse thread.
The torque corresponds to approximately 62% of tensile stress.
M-Threaded screws and bolts

*Note:  ASTM A325 and ASTM A490 bolts are used on structural steel applications. Torque and tension values are based on running the nut beyond 
the proof load of the bolt by turn-of-the-nut method.

GRADE 5

GRADE 8

GRADE 
ASTM-A574 

ASTM A325*

ASTM A490*

RECOMMENDED 
TORQUE (FT.LBS)

RECOMMENDED 
TORQUE (NM)

Impact Wrench Torque Ranges
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CP721 T021963 3/8 Rocking dog 1,620 9,000 5.2-50.2 7-68 75.2 102 2.65 1.2 5.75 146 10 4.7 4.7 3.3 87 98 1/4
CP7731 894 107 7310 3/8 Single hammer 1,200 6,400 70.8-242 96-328 306 415 2.87 1.3 4.41 112 18 8.3 8.5 1.5 93 104 1/4
CP7731C 894 107 7311 3/8 Single hammer 1,400 11,000 61.2-289 83-392 346 469 2.2 1 4.33 110 16.7 7.9 10.3 1.4 96 107 1/4

tools.cp.com

Output drive 3/8”

Im pac t  w renc hes

CP721

COMFORT &  DURABILITY

FEATURES AND BENEFITS

  ● The metal motor housing with rocking 
dog impact mechanism guarantees 
smooth operation and a high durability
  ● A compact tool allowing easy access in 
tight applications
  ● A comfortable tool with built-in power 
regulator and ergonomic handle

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

See accessories page 61

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

CP7731C

ULTRA COMPACT  

&  POWERFUL

FEATURES AND BENEFITS

  ● Ultra compact tool with its 4.3" / 108 mm 
length allowing for work in tight places
  ● Composite housing, jumbo hammer 
impact mechanism, and steel motor for 
high durability while also being very light 
and powerful
  ● Easily adjustable one hand operation 
forward / reverse (side2side selector) 
with 2 positions in reverse (max and low 
torque)
  ● Curved handle with Thermoplastic 
injected rubber for better handling
  ● Composite ultra-lightweight housing

CP7731

ULTRA COMPACT  

&  POWERFUL

FEATURES AND BENEFITS

  ● Ultra compact tool with its 4.4" / 112 mm 
length which allows you to work in tight 
places
  ● Metal housing and jumbo hammer 
impact mechanism for high durability 
while also being extremely light and 
powerful.
  ● Easily adjustable one hand operation 
forward / reverse for either right or left-
handed operation
  ● 3 setting positions for better versatility

https://tools.cp.com/en/products/impactwrenches/cp721-skuT021963
https://tools.cp.com/en/products/impactwrenches/cp7731-sku8941077310
https://tools.cp.com/en/products/cp7731c-sku8941077311
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CP6300 RSR T025285 3/8 Single hammer 1,800 6,800 39.8-150 54-203 179 243 3.53 1.6 5.98 152 14 6.6 5 1.6 90 101 1/4
CP8222-P 615 159 0180 3/8 Twin hammer 1,250 11,500 59-295 80-400 332 450 2.65 1.2 6.97 177 10 10 5.8 2.4 89 100 1/4
CP8222-R 615 159 0230 3/8 Twin hammer 1,250 11,500 59-295 80-400 332 450 2.65 1.2 6.97 177 10 10 5.8 2.4 89 100 1/4
CP8232-QC 615 159 0190 7/16 Twin hammer 1,250 11,500 59-295 80-400 332 450 3.09 1.4 6.97 177 10 21.2 6.6 3.2 89 100 1/4
CP6728-P05R 615 159 0550 3/8 Twin hammer 1,300 11,500 81.1-258 110-350 350 475 3.75 1.7 6.89 175 11.4 24.2 5.2 1.9 89 100 1/4

 | General Industry Catalog

Im
p
a

c
t 
w

re
n
c
h
e
s

Output drive 3/8”

CP6300 RSR

POWERFUL, LIGHTWEIGHT 

&  DURABLE FOR 

INDUSTRIAL APP

FEATURES AND BENEFITS

  ● Reliable single dog clutch mechanism 
for MRO application
  ● Perfect control with a 4-position  
regulator and teasing trigger
  ● Durable aluminium body and robust 
steel clutch housing for extreme  
durability.
  ● Comfortable handle with rubber grip

CP8222-P

VERSATILE, ROBUST  

&  COMFORTABLE

FEATURES AND BENEFITS

  ● The twin hammer clutch mechanism 
offers a high power/weight ratio.
  ● Low vibration sensation for operator 
comfort, even at very high torque.
  ● Lightweight composite body  
and aluminium clutch housing
  ● 3 power settings ensure high 
progressive maximum torque for 
smooth operation.
  ● Integrated suspension bail for  
use with balancer

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

See accessories page 61

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

CP8222-R
Same as CP8222-P with friction ring 

socket retainer

CP8232-QC
Same as CP8222-P with Quick Change 

retainer and 7/16" hexagonal drive

CP6728-P05R

NEW RANGE - PREMIUM 

COMPOSITE!

FEATURES AND BENEFITS

  ● Reliable twin hammer clutch 
mechanism in oil bath for hard joint 
applications.
  ● Square drive shaft with ring or dual 
version for a wide variety of applications
  ● Low noise and low vibration for operator 
comfort
  ● Comfortable handle with rubber  
grip & suspension bail included

https://tools.cp.com/en/products/cp6300-rsr-skuT025285
https://tools.cp.com/en/products/impactwrenches/cp8222-p-sku6151590180
https://tools.cp.com/en/products/cp6728-p05r-sku6151590550
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CP7737 894 107 7370 3/8 Single hammer 1,600 9,000 25.1-165 34-224 221 300 2.49 1.13 9.45 240 16 7.5 10.3 1.3 93 104 1/4
CP734H T024351 1/2 Pin clutch 1,020 8,400 25.1-310 34-420 425 576 5.11 2.32 7.52 191 15 7.1 7.2 3.3 93 104 1/4
CP7732 894 107 7320 1/2 Single hammer 1,400 9,000 102-310 138-420 450 610 2.87 1.3 4.41 112 19.6 9 12.1 4.4 95 106 1/4
CP7732C 894 107 7321 1/2 Single hammer 1,400 9,410 51.6-285 70-387 461 625 2.2 1 4.25 108 7.5 10.2 10.8 1.4 95.5 106.5 1/4

tools.cp.comtools.cp.com

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

See accessories page 61

Output drive 1/2”

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

CP7737

COMPACT, LIGHTER, 

POWERFUL AND DURABLE

FEATURES AND BENEFITS

  ● A compact tool with direct drive 
transmission mechanism for tight 
applications
  ● Single handed Forward – Reverse 
operation with 3 power settings in 
forward and 1 in reverse
  ● Over moulded composite and 
ergonomically designed handle to fit the 
hand perfectly and offer better comfort
  ● Metal housing, jumbo hammer impact 
mechanism, and steel motor for high 
durability
  ● Full teasing trigger for better control

CP734H

THE "CLASSIC"  

REFERENCE FOR 1/2"

FEATURES AND BENEFITS

  ● Metal motor housing with pin clutch 
mechanism in oil bath (dyna-pact) for 
high durability and smooth operations
  ● Comfortable tool with rubber grip and 
reverse button with 4 positive power 
settings

CP7732C 
Same features as CP7732 more compact

Im pac t  w renc hes

CP7732

ULTRA COMPACT  

&  POWERFUL

FEATURES AND BENEFITS

  ● Ultra compact tool with its 4.4" / 112 mm 
length which allows you to work in tight 
places
  ● Metal housing and jumbo hammer 
impact mechanism for high durability 
while also being extremely light and 
powerful.
  ● Easily adjustable one hand operation 
forward / reverse for either right or left-
handed operation
  ● 3 setting positions for better versatility

https://tools.cp.com/en/products/cp7737-sku8941077370
https://tools.cp.com/en/products/cp734h-skuT024351
https://tools.cp.com/en/products/cp7732-sku8941077320
https://www.youtube.com/watch?v=kbvRnl57M7o&list=RDQMI4cwaVX8tu0&start_radio=1
https://www.youtube.com/watch?v=JtdD9J-F6SQ
https://www.youtube.com/watch?v=D42kKU2HjgE
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CP7739 894 107 7390 1/2 Twin hammer 1,700 9,900 50.2-305 68-414 450 610 2.65 1.2 6.42 163 20 9.4 6.9 2.5 92 103 1/4
CP749 T024587 1/2 Twin hammer 1,320 6,400 50.2-450 68-610 610 827 5.51 2.5 7.01 178 22 10.4 6.2 2 96 107 1/4
CP7741 894 107 7410 1/2 Twin hammer - 10,000 88.5-509 120-690 715 970 4.96 2.25 7.64 194 - - 8.5 2.7 93 104 1/4
CP7741-2 894 107 7412 1/2 Twin hammer - 10,000 88.5-509 120-690 715 970 5.18 2.35 9.65 245 - - 9.4 3.8 93 104 1/4
CP7729 894 107 7290 3/8 Twin hammer 1,700 9,400 50.2-300 68-407 415 563 2.76 1.25 6.42 163 20 9.4 6.4 1.9 91 102 1/4
CP7729-P 894 107 7292 3/8 Twin hammer 1,700 9,400 50.2-300 68-407 415 563 2.76 1.25 6.42 163 20 9.4 6.4 1.9 91 102 1/4

 | General Industry Catalog | General Industry Catalog

CP749

POWERFUL &  ROBUST, 

BETTER ERGONOMICS

FEATURES AND BENEFITS

  ● Metal motor housing with CP's patented 
clutch in oil bath for high durability.
  ● 4-power settings for better versatility
  ● Compact design with comfortable 
contoured handle

Im
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All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

See accessories page 61

CP7739

SIDE2SIDE: REVERSE 

TECHNOLOGY FOR 

BALANCE &  POWER

FEATURES AND BENEFITS

  ● Lightweight composite housing, twin 
hammer impact mechanism, and 
magnesium clutch housing for high 
durability
  ● Side-2-Side reverse / forward 
technology with 3 positive power 
settings to maximise operator comfort

Output drive 1/2”

CP7741

QUALITY OR 

AFFORDABILITY, WHY 

HAVE TO CHOOSE?

FEATURES AND BENEFITS

  ● Qualitive parts as well as its attractive 
price makes of this series, a good 
quality & value for money one.
  ● With only 2.25kg and being 15% lighter 
than its former version, the CP7741 
offers high comfort to its operators.
  ● Less heat transfer between the motor 
and the handle is provided thanks to its 
composite housing

CP7741-2
Same features as CP7741 with long anvil

CP7729
Same features as CP7739  

with 3/8" output drive.

CP7729-P
3/8" output drive and pin retainer.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

https://tools.cp.com/en/products/cp7739-sku8941077390
https://tools.cp.com/en/products/cp7741-sku8941077410
https://tools.cp.com/en/products/impactwrenches/cp749-skuT024587
https://www.youtube.com/watch?v=X_aD-MFnPRI
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CP8252-P

 

CP8242-P 615 159 0200 1/2 Twin hammer 1,250 11,500 59-295 80-400 406 550 2.65 1.2 6.97 177 21.2 10 6.6 3.2 89 100 1/4
CP8242-R 615 159 0240 1/2 Twin hammer 1,250 11,500 59-295 80-400 406 550 2.65 1.2 6.97 177 21.2 10 6.6 3.2 89 100 1/4
CP8252-P 615 159 0210 1/2 Twin hammer 1,400 9,000 111-553 150-750 701 950 4.41 2 7.87 200 25.4 12 8.8 3.6 94 105 1/4
CP8252-R 615 159 0250 1/2 Twin hammer 1,400 9,000 111-553 150-750 701 950 4.41 2 7.87 200 25.4 12 8.8 3.6 94 105 1/4

tools.cp.com

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

Im pac t  w renc hes
Output drive 1/2”

See accessories page 61

CP8252-P
Same features as CP8252-P with 550 Nm 

max torque and pin socket retainer

CP8252-R
Same features as CP8252-P with 550 Nm 

max torque and friction ring socket retainer

CP8242-R
Same features as CP8252-P with friction 

ring socket retainer

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

Output 1/2”

VERSATILE, 

ROBUST &  

COMFORTABLE

Designed for intensive use 
in industrial maintenance 
and productions, the 
CP822/32/42/52/72 series is an 
ultralight, high torque tool for 
3/8", 7/16" Hex, 1/2", and 3/4" 
drive bolting applications.

Im pac t  w renc hes

FEATURES AND BENEFITS

  ● The twin hammer clutch mechanism offers a high power/weight ratio.

  ● Low vibration sensation for operator comfort, even at very high torque.
  ● Lightweight composite body and aluminium clutch housing

  ● 3 power settings ensure high progressive maximum torque for smooth operation.
  ● Integrated suspension bail for use with balancer

https://tools.cp.com/en/products/cp8252-p-sku6151590210
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CP9541 615 190 9541 1/2 Pin clutch 1,100 8,900 25.1-320 34-434 450 610 5.51 2.5 6.61 168 13 6.1 5.5 2.5 89 100 1/4
CP9542 615 190 9542 1/2 Pin clutch 1,100 8,900 25.1-320 34-434 450 610 5.51 2.5 6.61 168 13 6.1 5.5 2.5 89 100 1/4
CP7748 894 107 7481 1/2 Twin hammer 1,350 7,000 70.1-553 95-750 959 1,300 4.41 2 6.89 175 25 12 12 4.5 94.3 105.3 1/4
CP7748-2 894 107 7486 1/2 Twin hammer 1,350 7,000 70.1-553 95-750 959 1,300 4.65 2.11 8.86 225 25 12 11.3 3.8 94.3 105.3 1/4
CP7748-P 894 117 7484 1/2 Twin hammer 1,350 7,000 70.1-553 95-750 959 1,300 4.65 2.11 8.86 225 25 12 12 3.8 94.3 105.3 1/4

 | General Industry Catalog

CP7748

POWER, COMFORT  

&  DURABILITY IN YOUR 

HANDS!

FEATURES AND BENEFITS

  ● 960 ft.lbs / 1,300 Nm of max torque in 
reverse position for high productivity
  ● Composite housing, twin hammer 
impact mechanism, hard anodized end 
plates, and hard chromium aluminum 
cylinder for high durability
  ● Lightweight (4.65 lbs – 2.11 kg) and 
compact (8.86 in. / 225 mm long) for 
improved comfort
  ● One-hand reverse system (Ring 
system) for better ergonomics
  ● Curved rubber handle to help prevent 
slipping

CP7748-2
Same features as CP7748 with long anvil

CP7748-P
Same features as CP7748 with a pin 

socket retainer

Output drive 1/2”

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

See accessories page 61

CP9542
Same features as CP9541 with pin  

socket retainer

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

CP9541

THE INDUSTRIAL GRADE 

OF THE "CLASSIC"

FEATURES AND BENEFITS

  ● DYNA-PACT - Pin clutch with oil bath 
for high reliability
  ● Durable aluminium body and robust 
steel clutch housing for extreme 
durability.
  ● Power control through a multi-position 
regulator at handle level

Im
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https://tools.cp.com/en/products/cp9541-sku6151909541
https://tools.cp.com/en/products/cp7748-sku8941077481
https://www.youtube.com/watch?v=5wpFgNYFWb4&t=21s
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CP6738-P05R 615 159 0560 1/2 Twin hammer 1,300 11,500 81.1-258 110-350 350 475 3.75 1.7 6.89 175 24.2 11.4 5.2 1.9 89 100 1/4
CP6500-RS T025214 1/2 Twin hammer 1,320 6,400 125-502 170-680 627 850 5.84 2.65 7.01 178 25 11.8 8 2.5 96 107 1/4
CP6500-RSR T025216 1/2 Twin hammer 1,320 6,400 125-502 170-680 627 850 5.84 2.65 7.01 178 25 11.8 8 2.5 96 107 1/4
CP6748EX-P11R ATEX 615 159 0570 1/2 Twin hammer 1,200 8,400 133-561 180-760 800 1,080 5.29 2.4 7.87 200 30 14.2 8.7 2.2 93 104 1/4

tools.cp.com

See accessories page 61

CP6738-P05R

NEW RANGE - PREMIUM 

COMPOSITE!

FEATURES AND BENEFITS

  ● Reliable twin hammer clutch 
mechanism in oil bath for hard joint 
applications.
  ● ATEX certified IP6 dust-proof
  ● Square drive shaft with ring or dual 
version for a wide variety of applications
  ● Low noise and low vibration for operator 
comfort
  ● Comfortable handle with rubber  
grip & suspension bail included

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

CP6500-RSR

THE BEST HEAVY-DUTY 

1/2"  FOR THE TOUGHEST 

J OBS !

FEATURES AND BENEFITS

  ● Reliable twin hammer clutch 
mechanism in oil bath for hard joint 
application
  ● Square drive shaft with ring or pin 
version for a wide variety of applications
  ● Durable aluminium body and robust 
steel clutch housing  for extreme 
durability.
  ● Comfortable handle with rubber grip

CP6500-RS
Same features as CP6500-RSR with  

pin socket retainer

Im pac t  w renc hes
Output drive 1/2”

https://tools.cp.com/en/products/cp6738-p05r-sku6151590560
https://tools.cp.com/en/products/cp6500-rsr-skuT025216
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CP6748EX-P11R ATEX

Im pac t  w renc hes

 

CP6748EX-P11R ATEX 615 159 0570 1/2 Twin hammer 1,200 8,400 133-561 180-760 800 1,080 5.29 2.4 7.87 200 30 14.2 8.7 2.2 93 104 1/4

 | General Industry Catalog
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Output 1/2”

NEW RANGE 

- PREMIUM 

COMPOSITE!

Premium composite impact 
wrench range - from 3/8" to 1"- 
with superior durability designed 
for intensive use in ATEX 
environments.

FEATURES AND BENEFITS

  ● Reliable twin hammer clutch mechanism in oil bath for hard joint applications.

  ● ATEX certified IP6 dust-proof
  ● Square drive shaft with ring or dual version for a wide variety of applications
  ● Low noise and low vibration for operator comfort

  ● Comfortable handle with rubber grip & suspension bail included

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

See accessories page 61

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

 

CP6748 7.3 185 7.9 200 2.8 72
CP6768 9.8 250 8.3 210 3.5 90
CP6778 10.0 255 8.3 210 3.5 90

MODEL A B C

in. mm in. mm in. mm

https://tools.cp.com/en/products/cp6748ex-p11r-atex-sku6151590570
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CP8854 BARE TOOL 894 108 8548 1/2 4500 0-88.5 0-120 774 1,050 4.63 2.1 7.44 189 8.7 221 3.03 77 9.3 3.1 87 98 2.5 18 V
CP8854 Pac k  18V 894 108 8540 1/2 4500 0-88.5 0-120 774 1,050 5.51 2.5 7.44 189 8.7 221 3.03 77 9.3 3.1 87 98 2.5 18 V
CP8854-2 BARE TOOL 894 108 8549 1/2 4500 0-88.5 0-120 774 1,050 4.78 2.17 9.41 239 8.7 221 3.03 77 9.3 3.1 87 98 2.5 18 V
CP8854-2 Pac k  18V 894 108 8542 1/2 4500 0-88.5 0-120 774 1,050 5.73 2.6 9.41 239 8.7 221 3.03 77 9.3 3.1 87 98 2.5 18 V

CP8854
in. 1.30 0.94 2.09 3.31 2.13 8.7 7.44 3.03

mm 33 24 53 84 54 220 189 77

CP8854-2
in. 1.30 0.94 2.09 3.31 2.13 8.7 9.41 3.03

mm 33 24 53 84 54 220 240 77

tools.cp.com

 Listed speci昀椀cations are for reference only. Please check documents in each tool.

See accessories page 61

CP8854 SERIES

CP8854 BARE TOOL
Same features as CP8854 without batteries  

and charging station.

A 2-IN 1 UNIQUE 

TECHNOLOGY 

FOR LIGHT 

VEHICLE TIRE 

CHANGING

2 in 1 unique technology designed 
to turn performance, lightweight and 
the compact features of an air impact 
wrench into a cordless tool. The 
CP8854 series is designed for light 
vehicle tire changing applications in 
workshops and roadside assistance.

Cordless Im pac t  w renc hes

FEATURES AND BENEFITS

  ● Similar in length and weight to high performance 1/2" air Impacts.  
It offers great maneuverability and helps prevent arm injuries

  ● Lowest vibration on the market (9.3 m/s²) and noise level  
rate (87 db(A))
  ● High performance 4500 RPM. Able to deliver 780 ft.lbs. – 1050 Nm 
maximum torque in reverse
  ● One Shut Off Position in Forward means no more overtightening
  ● No more hand tightening for better productivity with the snugging 

feature (2 stage trigger in Forward)

MODEL PART NUMBER DRIVE FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) WEIGHT LENGTH HEIGHT WIDTH VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER BATTERY

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm in. mm in. mm a k ISO 15744 - dB(A) V Ah

Output drive 1/2”

MODEL A B C D E H L W

https://youtu.be/sJwhhB2_QrQ?si=Cp_a6FqDLTztfQXM
https://tools.cp.com/en/products/cp8854-pack-18v-sku8941088540
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CP772H T024598 3/4 Pin clutch 900 4,200 150-700 203-949 1,000 1,350 10.4 4.76 9.65 245 24 11.3 5.8 2 96 107 3/8
CP7762 894 107 7620 3/4 Twin hammer 960 4,850 148-664 201-900 1,050 1,420 6.39 2.9 6.22 158 24.7 16.4 10.7 2.8 92.8 103.8 3/8
CP7763 894 107 7630 3/4 Twin hammer 900 6,300 100-950 136-1,280 1,200 1,630 11.5 5.25 9.02 229 24.7 16.4 10.4 4.2 96 107 3/8
CP7763-6 894 107 7636 3/4 Twin hammer 900 6,300 100-950 136-1,280 1,200 1,630 13.8 6.28 15 381 24.7 16.4 10.4 4.2 96 107 3/8

 | General Industry Catalog
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Output drive 3/4”

See accessories page 61

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

CP772H

THE UNMATCHED 

"REFERENCE"  IN 3/4"  

IMPACT

FEATURES AND BENEFITS

  ● Metal motor housing with pin clutch 
mechanism in oil bath (dyna-pact) for 
high durability and smooth operations
  ● Comfortable tool with rubber grip and 
reverse button with 4 positive power 
settings

CP7762

ULTRA COMPACT, 

LIGHTWEIGHT AND 

POWERFUL

FEATURES AND BENEFITS

  ● Ultra compact and lightweight tool to 
lower operator fatigue while working in 
restricting spaces.
  ● 1,050 ft.lbs / 1,420 Nm of max torque in 
reverse position for high productivity
  ● Metal housing, twin hammer impact 
mechanism, and steel motor for high 
durability
  ● One hand Forward & Reverse speed 
regulator button and full teasing trigger 
for improved ergonomics

CP7763

COMPACT &  POWERFUL

FEATURES AND BENEFITS

  ● Composite housing and twin hammer 
impact mechanism for high durability
  ● A lightweight and compact tool in a 
composite motor housing that offers 
greater comfort
  ● Equipped with intuitive Forward / 
Reverse lever for easy operation
  ● Power regulator for a controlled 
approach

CP7763-6
Same features as CP7763 with long anvil

Im pac t  w renc hes

https://tools.cp.com/en/products/cp772h-skuT024598
https://tools.cp.com/en/products/cp7762-sku8941077620
https://tools.cp.com/en/products/impactwrenches/cp7763-sku8941077630
https://youtu.be/sJwhhB2_QrQ?si=Cp_a6FqDLTztfQXM
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CP9561 615 190 9561 3/4 Pin clutch 900 5,500 148-701 200-950 922 1,250 11.2 5.1 8.5 216 30 14.1 7.7 2.4 100 111 3/8
CP8272-P 615 159 0220 3/4 Twin hammer 1,000 6,500 184-922 250-1,250 1,220 1,650 7.28 3.3 9.06 230 38 18 15.5 6.8 96 107 3/8
CP8272-D 615 159 0260 3/4 Twin hammer 1,000 6,500 184-922 250-1,250 1,220 1,650 8.05 3.65 9.06 230 38 18 15.5 6.8 96 107 3/8
CP7769 894 107 7691 3/4 Twin hammer 1,200 6,500 300-1,080 407-1,460 1,440 1,950 6.94 3.15 7.87 200 31 14.7 13 1.5 96.8 107.8 3/8
CP7769-P 894 107 7692 3/4 Twin hammer 1,200 6,500 300-1,080 407-1,460 1,440 1,950 6.94 3.15 7.87 200 31 14.7 13 1.5 96.8 107.8 3/8

tools.cp.com

CP8272-P
Same features as CP8272-D  

with pin socket retainer

CP7769-P
Same features as CP7769 with a pin 

socket retainer

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

CP9561

THE INDUSTRIAL GRADE 

OF THE "CLASSIC"

FEATURES AND BENEFITS

  ● DYNA-PACT - Pin clutch with oil bath 
for high reliability
  ● Durable aluminium body and robust 
steel clutch housing for extreme 
durability.
  ● Power control through a multi-position 
regulator at handle level

CP8272-D

VERSATILE, ROBUST  

&  COMFORTABLE

FEATURES AND BENEFITS

  ● The twin hammer clutch mechanism 
offers a high power/weight ratio.
  ● Low vibration sensation for operator 
comfort, even at very high torque.
  ● Lightweight composite body and 
aluminium clutch housing
  ● 3 power settings ensure high 
progressive maximum torque for 
smooth operation.
  ● Integrated suspension bail for use with 
balancer

CP7769

POWERFUL, LIGHTWEIGHT 

&  COMPACT

FEATURES AND BENEFITS

  ● 1,440 ft.lbs (1,950 Nm) of max torque in 
reverse position for high productivity
  ● Composite housing and twin hammer 
impact mechanism for high durability
  ● Due to its composite motor housing, it is 
both lightweight and compact, offering 
improved comfort.
  ● One-hand power adjustment and 
reverse system - S2S technology - 
thereby limiting wrist and arm fatigue.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

See accessories page 61

Output drive 3/4”

Im pac t  w renc hes

https://tools.cp.com/en/products/cp9561-sku6151909561
https://tools.cp.com/en/products/cp8272-d-sku6151590260
https://tools.cp.com/en/products/impactwrenches/cp7769-sku8941077691
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CP6763 615 159 0400 3/4 Twin hammer 900 6,300 258-952 350-1,290 1,200 1,630 12.1 5.5 8.74 222 30 14.2 9.4 1.3 96 107 3/8
CP6763-D18D 615 159 0640 3/4 Twin hammer 730 6,600 251-1,070 340-1,450 1,300 1,760 14.5 6.6 11.42 290 41 19.3 11.4 2.9 98 109 1/2

 | General Industry Catalog
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Output drive 3/4”

CP6763

COMPACT, ROBUST 

&  POWERFUL 

FOR INDUSTRIAL 

MAINTENANCE

FEATURES AND BENEFITS

  ● Powerful hard hitting twin hammer 
clutch mechanism
  ● Flexibility and safety is guaranteed 
with the double hole and ring retaining 
system.
  ● Steel clutch housing and aluminium 
motor housing for robustness
  ● Short and narrow side-to-centre for 
easy access

CP6763-D18D

COMPACT, ROBUST 

&  POWERFUL 

FOR INDUSTRIAL 

MAINTENANCE

FEATURES AND BENEFITS

  ● Powerful hard hitting twin hammer 
clutch mechanism
  ● Flexibility and safety is guaranteed 
with the double hole and ring retaining 
system.
  ● Steel clutch housing and aluminium 
motor housing for robustness
  ● Short and narrow side-to-centre for 
easy access

See accessories page 61

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

https://tools.cp.com/en/products/cp6763-sku6151590400
https://tools.cp.com/en/products/cp6763-d18d-sku6151590640
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CP6060-P15H 615 159 0090 3/4 2-jaws 1,100 4,000 199-900 270-1,220 1,100 1,490 11.6 5.3 8.74 222 52.9 25 13.9 4.1 92 103 3/8
CP6060-P15R 615 159 0100 3/4 2-jaws 1,100 4,000 199-900 270-1,220 1,100 1,490 11.6 5.3 8.74 222 52.9 25 13.9 4.1 92 103 3/8
CP6768EX-P18D 615 159 0580 3/4 Twin hammer 1,050 5,100 295-1,030 400-1,400 1,290 1,750 9.7 4.4 9.84 250 38 18 9.4 2.4 94 105 3/8

tools.cp.com

CP6060-P15H

THE BEST SUPER 

INDUSTRIAL

FEATURES AND BENEFITS

  ● A very compact design to meet 
applications in very tight environments
  ● Reliable 2-jaw clutch mechanism for 
hard and soft joint application
  ● Low vibration feeling for operator 
comfort even at very high torque.
  ● Aluminium body and robust steel clutch 
housing provides enhanced durability
  ● Hole type socket retainer with O-ring for 
safety

CP6060-P15R
Same features as CP6060-P15H with 

friction ring socket retainer

CP6768EX-P18D

NEW RANGE - PREMIUM 

COMPOSITE!

FEATURES AND BENEFITS

  ● Reliable twin hammer clutch 
mechanism in oil bath for hard joint 
applications.
  ● ATEX certified IP6 dust-proof
  ● Square drive shaft with ring or dual 
version for a wide variety of applications
  ● Low noise and low vibration for operator 
comfort
  ● Comfortable handle with rubber grip  
& suspension bail included

Output drive 3/4”

See accessories page 61

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

Im pac t  w renc hes

https://tools.cp.com/en/products/cp6768ex-p18d-sku6151590580
https://tools.cp.com/en/products/cp6060-p15h-sku6151590090
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CP6773 615 159 0410 1 Twin hammer 900 6,300 258-952 350-1,290 1,200 1,630 12.3 5.6 8.96 227.5 30 14.2 1.3 4.3 96 107 3/8
CP7773 894 107 7730 1 Twin hammer 900 6,300 100-950 136-1,280 1,200 1,630 12.1 5.5 9.21 234 30 14.2 4.2 13.8 96 107 3/8
CP7779 894 107 7791 1 Twin hammer 1,200 6,500 300-1,080 407-1,460 1,440 1,950 7.28 3.3 8.07 205 31 14.7 1.5 4.9 96.8 107.8 3/8
CP6910-P24 615 159 0070 1 Pinless rocking dog 650 5,000 369-1,550 500-2,100 1,920 2,600 22.4 10.2 11.42 290 40.2 19 2.5 8.2 97 108 1/2

 | General Industry Catalog
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CP6773

COMPACT, ROBUST 

&  POWERFUL 

FOR INDUSTRIAL 

MAINTENANCE

FEATURES AND BENEFITS

  ● Powerful hard hitting twin hammer 
clutch mechanism
  ● Flexibility and safety is guaranteed 
with the double hole and ring retaining 
system.
  ● Steel clutch housing and aluminium 
motor housing for robustness
  ● Short and narrow side-to-centre for 
easy access

Output drive 1”

See accessories page 61

CP7779

POWERFUL, LIGHTWEIGHT 

&  COMPACT

FEATURES AND BENEFITS

  ● 1,440 ft.lbs (1,950 Nm) of max torque in 
reverse position for high productivity
  ● Composite housing and twin hammer 
impact mechanism for high durability
  ● Due to its composite motor housing, it is 
both lightweight and compact, offering 
improved comfort.
  ● One-hand power adjustment and 
reverse system - S2S technology - 
thereby limiting wrist and arm fatigue.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

CP7773
Same features as CP6773 with aluminium  

impact clutch housing and grease 

lubrication

CP6910-P24

POWERFUL, DURABLE  

&  COMFORTABLE

FEATURES AND BENEFITS

  ● Reliable oil bath pinless rocking dog 
mechanism for hard and soft joint 
applications
  ● Pinless rocking dog mechanism gives 
a low vibration sensation even at very 
high torque
  ● Lightweight aluminium body and clutch 
housing with rubber protective cover for 
high durability
  ● Extremely comfortable rotating rubber 
side handle for operator comfort and 
transportation

https://tools.cp.com/en/products/cp6773-sku6151590410
https://tools.cp.com/en/products/cp7779-sku8941077791
https://tools.cp.com/en/products/cp6910-p24-sku6151590070
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CP6778EX-P18D 615 159 0590 1 Twin hammer 1,050 5,100 295-1,030 400-1,400 1,290 1,750 10.1 4.6 10.04 255 38 18 9.4 2.4 94 105 3/8
CP6070-P15H 615 159 0110 1 2-jaws 1,100 4,000 199-900 270-1,220 1,100 1,490 11.9 5.4 8.94 227 52.9 25 13.9 4.1 92 103 3/8
CP0611P RS 615 159 0050 1 2-jaws 1,020 3,500 900-1,800 1,220-2,440 2,800 3,790 23.1 10.5 10.71 272 48 22.6 16.8 4.7 102 113 1/2
CP0611P RLS 615 159 0060 #5 Spline 2-jaws 1,020 3,500 900-1,800 1,220-2,440 2,800 3,790 23.1 10.5 10.71 272 48 22.6 16.8 4.7 102 113 1/2

tools.cp.com

CP6778EX-P18D

NEW RANGE - PREMIUM 

COMPOSITE!

FEATURES AND BENEFITS

  ● Reliable twin hammer clutch 
mechanism in oil bath for hard joint 
applications.
  ● ATEX certified IP6 dust-proof
  ● Square drive shaft with ring or dual 
version for a wide variety of applications
  ● Low noise and low vibration for operator 
comfort
  ● Comfortable handle with rubber grip & 
suspension bail included

Output drive 1”

CP6070-P15H

THE BEST SUPER 

INDUSTRIAL

FEATURES AND BENEFITS

  ● A very compact design to meet 
applications in very tight environments
  ● Reliable 2-jaw clutch mechanism for 
hard and soft joint application
  ● Low vibration feeling for operator 
comfort even at very high torque.
  ● Aluminium body and robust steel clutch 
housing provides enhanced durability
  ● Hole type socket retainer with O-ring for 
safety

CP0611P RS

THE BEST SUPER 

INDUSTRIAL !

FEATURES AND BENEFITS

  ● Reliable 2 jaws clutch mechanism for 
hard and soft joint applications
  ● Durable lightweight aluminium body
  ● Robust steel clutch housing for extreme 
durability
  ● 2-jaw clutch ensures progressive 
torque increase for high torque bolt 
disassembly applications with minimal 
vibration
  ● 360° rotatable side handle offers 
excellent grip for all applications

See accessories page 61

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

Im pac t  w renc hes

CP0611P RLS
Same features as CP0611P RS  

with 5" spline output

https://tools.cp.com/en/products/cp6778ex-p18d-sku6151590590
https://tools.cp.com/en/products/cp6070-p15h-sku6151590110
https://tools.cp.com/en/products/cp0611p-rs-sku6151590050
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CP7782 894 107 7820 1 Pinless rocking dog 500 5,200 369-1,480 500-2,000 1,920 2,600 22.2 10.1 14.57 370 40.7 19.2 7.8 1.8 100 111 1/2
CP7782-6 894 107 7826 1 Pinless rocking dog 500 5,200 369-1,480 500-2,000 1,920 2,600 25.5 11.6 20.47 520 40.7 19.2 7.8 1.8 100 111 1/2
CP7783 894 107 7830 1 Pinless rocking dog 900 6,200 413-1,250 560-1,700 1,770 2,400 18.5 8.4 13.78 350 40.4 19 15.1 4.1 102 113 1/2
CP7783-6 894 107 7836 1 Pinless rocking dog 900 6,200 413-1,250 560-1,700 1,770 2,400 20.9 9.5 19.69 500 40.4 19 15.1 4.1 102 113 1/2
CP6773-D18D 615 159 0650 1 Twin hammer 730 6,600 251-1,070 340-1,450 1,300 1,760 14.7 6.7 11.42 290 41 19.3 11.4 2.9 98 109 1/2
CP6920-D24 615 159 0080 1 Pinless rocking dog 650 5,000 369-1,550 500-2,100 1,920 2,600 22.7 10.3 14.17 360 40.2 19 8.4 2.8 100 111 1/2

 | General Industry Catalog
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Output drive 1”

CP6773-D18D

COMPACT, ROBUST 

&  POWERFUL 

FOR INDUSTRIAL 

MAINTENANCE

FEATURES AND BENEFITS

  ● Powerful hard hitting twin hammer 
clutch mechanism
  ● Flexibility and safety is guaranteed 
with the double hole and ring retaining 
system.
  ● Steel clutch housing and aluminium 
motor housing for robustness
  ● Short and narrow side-to-centre for 
easy access

CP6920-D24

POWERFUL, DURABLE 

&  COMFORTABLE

FEATURES AND BENEFITS

  ● Reliable oil bath pinless rocking dog 
mechanism for hard and soft joint 
applications
  ● Pinless rocking dog mechanism gives 
a low vibration sensation even at very 
high torque
  ● Lightweight aluminium body and clutch 
housing with rubber protective cover for 
high durability
  ● Extremely comfortable rotating rubber 
side handle for operator comfort and 
transportation

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

See accessories page 61

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

CP7782

HIGH TORQUE  

&  COMFORT

FEATURES AND BENEFITS

  ● 1,920 ft.lbs (2,600 Nm) of max torque in 
reverse position for high productivity
  ● Metal housing and pinless closed 
reinforced rocking dog impact 
mechanism for high durability
  ● Power control regulators at the rear of 
the unit with 3 reverse and 3 forward 
positions
  ● Integrated protective cover on the clutch 
housing protects both applications & tool
  ● Low vibration for improved comfort

CP7782-6
Same features as CP7782  

with long anvil

https://tools.cp.com/en/products/cp6773-d18d-sku6151590650
https://tools.cp.com/en/products/cp6920-d24-sku6151590080
https://tools.cp.com/en/products/cp7782-sku8941077820
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CP0611-D28H 615 159 0160 1 2-jaws 1,020 3,500 900-1,800 1,220-2,440 2,800 3,790 22.9 10.4 14.17 360 68 32 18 4.1 99 110 1/2

tools.cp.com

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

See accessories page 61

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

Output drive 1”

CP0611-D28H

THE BEST 

SUPER 

INDUSTRIAL !

For heavy duty industrial users 
looking for efficient, ergonomic 
bolting solutions, the CP0611 
Series - 1"/#5 impact wrench is 
light weight, reliable and offers 
powerful torque and a high 
degree of comfort.n

Im pac t  w renc hes

FEATURES AND BENEFITS

  ● Reliable 2 jaws clutch mechanism for hard and soft joint applications
  ● Durable lightweight aluminium body
  ● Robust steel clutch housing for extreme durability

  ● 2-jaw clutch ensures progressive torque increase for high torque bolt 
disassembly applications with minimal vibration

  ● 360° rotatable side handle offers excellent grip for all applications

https://tools.cp.com/en/products/cp0611-d28h-sku6151590160
https://youtu.be/EerjZajUmx4?si=hD27QotbMZ0ABlYp
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CP0611-D28L 615 159 0170 #5 Spline 2-jaws 1,020 3,500 900-1,800 1,220-2,440 2,800 3,790 22.9 10.4 14.17 360 68 32 18 4.1 99 110 1/2
CP6120-D35L 615 159 0130 #5 Spline 2-jaws 960 3,500 601-2,000 815-2,710 3,600 4,880 34.5 15.6 16.54 420 60 28.3 21.8 11.8 97 108 1/2

 | General Industry Catalog
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Output drive #5 Spline”

CP0611-D28L

THE BEST SUPER 

INDUSTRIAL !

FEATURES AND BENEFITS

  ● Reliable 2 jaws clutch mechanism for 
hard and soft joint applications
  ● Durable lightweight aluminium body
  ● Robust steel clutch housing for extreme 
durability
  ● 2-jaw clutch ensures progressive 
torque increase for high torque bolt 
disassembly applications with minimal 
vibration
  ● 360° rotatable side handle offers 
excellent grip for all applications

CP6120-D35L

THE MOST PRODUCTIVE 

1-1/2"

FEATURES AND BENEFITS

  ● Reliable 2-jaw clutch mechanism can be 
set for hard and soft joint applications
  ● 2-jaw clutch minimizes vibration 
sensation
  ● Robust steel clutch housing guarantees 
durability
  ● High progressive max torque for smooth 
operation
  ● Durable lightweight aluminium body 
offers operator comfort,

See accessories page 61

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

https://tools.cp.com/en/products/cp0611-d28l-sku6151590170
https://tools.cp.com/en/products/cp6120-d35l-sku6151590130
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CP6930-D35 615 159 0390 1-1/2 Twin hammer 850 4,300 443-1,950 600-2,650 2,880 3,900 31.6 14.3 17.32 440 64 30 15.1 5.5 101.5 112.5 1/2
CP6135-D80 615 159 0380 1-1/2 Pinless rocking dog 750 2,800 740-4,055 1,000-5,500 5,900 8,000 35.2 16 16.06 408 84.5 40 13.6 2.2 98 109 1/2

tools.cp.com

Output drive 1-1/2”

CP6930-D35

POWERFUL, ROBUST 

&  COMFORTABLE 

FOR INDUSTRIAL 

MAINTENANCE

FEATURES AND BENEFITS

  ● Reliable twin hammer clutch 
mechanism in oil bath for hard joint 
application
  ● A 4-position power regulator for better 
power control.
  ● Aluminium clutch body and housing for 
high robustness
  ● D-shaped side handle for improved grip

CP6135-D80

BEST POWER TO 

WEIGHT RATIO - SUPER 

INDUSTRIAL APP

FEATURES AND BENEFITS

  ● Reliable pinless rocking dog clutch 
mechanism.
  ● Lightweight, low vibration for operational 
comfort even at very high torque.
  ● Durable aluminium body and robust 
steel clutch housing  for extreme  
durability.
  ● Teasing trigger allows a high 
progressive max torque for smooth 
operation .

See accessories page 61

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

Im pac t  w renc hes

https://tools.cp.com/en/products/cp6135-d80-sku6151590380
https://tools.cp.com/en/products/cp6930-d35-sku6151590390
https://youtu.be/kbqzc8PsJ1w?si=L2KyfJC4ii6CMzvL
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CP6120-D35H 615 159 0120 1-1/2 2-jaws 960 3,500 601-2,000 815-2,710 3,600 4,880 34.5 15.6 16.54 420 60 28.3 21.8 11.8 97 108 1/2

CP6120-D35H

 | General Industry Catalog
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Output drive 1-1/2”

THE MOST 

PRODUCTIVE 

1-1/2"

For heavy duty industrial users 
looking for medium to strong 
torque on soft and hard joints, 
the CP6120 Series - 1-1/2", #5 
impact wrench is strong enough 
to allow for intense use and 
is also comfortable due to low 
vibration levels.

Im pac t  w renc hes

FEATURES AND BENEFITS

  ● Reliable 2-jaw clutch mechanism can be set for hard and soft joint applications
  ● 2-jaw clutch minimizes vibration sensation
  ● Robust steel clutch housing guarantees durability

  ● High progressive max torque for smooth operation
  ● Durable lightweight aluminium body offers operator comfort,

See accessories page 61

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

https://tools.cp.com/en/products/cp6120-d35h-sku6151590120
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CP6130-T70

 

CP6130-T70 615 159 0010 1-1/2 Double rocking dog 900 4,000 2430-5,240 3.3-7,100 9,220 12,500 72.7 33 19.69 500 67.3 31.8 4.7 1.7 104 115 1
CP6240-T120 615 159 0020 2-1/2 Double rocking dog 800 3,000 3.8-9,150 3,760-12,400 18,400 25,000 132 60 24.02 610 74.9 35.3 4.5 1.5 107 118 1

tools.cp.com

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

MODEL PART NUMBER DRIVE IMPACT 
MECANISM

BLOWS 
PER 

MINUTE

FREE 
SPEED

WORKING TORQUE 
(FW)

MAX TORQUE 
(REV) NET WEIGHT LENGTH AIR CONS  

@LOAD
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

Output drive 1-1/2”  - 2-1/2”

CP6130-T70

POWERFUL, DURABLE &  COMFORTABLE

FEATURES AND BENEFITS

  ● Reliable double rocking dog clutch mechanism for hard and soft joint application
  ● 5-position regulator, progressive and easy reversing trigger. Low vibration level for high 
user comfort
  ● Always in stock for fast delivery.

CP6240-T120

Im pac t  w renc hes

See accessories page 61

https://tools.cp.com/en/products/cp6130-t70-sku6151590010
https://tools.cp.com/en/products/cp6240-t120-sku6151590020
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CP9426 615 191 9426 1/4 270 5.2 7 25.8 35 5.04 128 1.08 0.49 12 5.6 5 82 93 1/4
CP9427 615 191 9427 3/8 270 5.2 7 25.8 35 5.04 128 1.08 0.49 12 5.6 5 82 93 1/4
CP825C 894 108 2511 1/4 280 3.7 5 18.4 25 6.65 169 1.1 0.5 11 5.1 4 82 93 1/4
CP826 T025074 1/4 250 5.2 7 15.5 21 7.99 203 1.12 0.51 14 6.6 2.9 91 102 1/4
CP826T T025075 3/8 250 5.2 7 15.5 21 7.99 203 1.12 0.51 14 6.6 2.9 91 102 1/4

 | General Industry Catalog
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Output drive 1/4”  - 3/8”

See accessories page 61

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

CP9426

HIGH POWER AND ULTRA 

COMPACT

FEATURES AND BENEFITS

  ● High power (27 ft.lbs / 35 Nm)  
for better productivity
  ● Extremely compact tool (5.1" / 130 mm) 
that enables improved comfort and 
access in hard to reach places

CP825C

EXTREMELY COMPACT

FEATURES AND BENEFITS

  ● Comfortable ultra-compact  
(6.6 in/169 mm long), lightweight  
(1.1 lbs/0.5 kg) tool that allows ease  
of access in hard-to-reach areas
  ● Aluminium body with insulating 
composite housing and head composite 
protective cover supplied with the tool
  ● Short and wide teasing lever to better 
adjust torque with 280 rpm
  ● Back exhaust avoids blowing dirt and 
dust
  ● New power easy-to-use regulator to 
regulate speed from zero to maximum

CP826

DURABILITY  

AND COMFORT

FEATURES AND BENEFITS

  ● A compact tool with polyurethane grip 
for better comfort and control
  ● Teasing lever to better adjust the torque 
with 250 rpm
  ● High durability with an advanced head 
design that virtually eliminates slippage

MODEL PART NUMBER DRIVE FREE  
SPEED

WORKING 
TORQUE (REV)

MAX TORQUE 
(REV)

OVERALL 
LENGTH NET WEIGHT AIR CONS  

@LOAD VIBRATION SOUND  
PRESSURE 

SOUND  
POWER 

AIR INLET

in. rpm ft.lb Nm ft.lb Nm in. mm lb kg cfm l/s (m/s2) (dB(A)) (dB(A)) in.

CP9427
Same features as CP9426  

with 3/8" output drive

CP826T
Same features as CP826  

with 3/8" output drive

https://tools.cp.com/en/products/cp9426-sku6151919426
https://tools.cp.com/en/products/ratchetwrenches/cp825c-sku8941082511
https://tools.cp.com/en/products/ratchetwrenches/cp826-skuT025074


38

 

CP825CT 894 108 2512 3/8 280 3.7 5 18.4 25 6.65 169 1.1 0.5 11 5.1 4 82 93 1/4
CP7829 894 107 8293 3/8 225 11.1 15 50.2 68 10.71 272 2.72 1.24 10.9 5.2 8.6 85 96 1/4
CP7829H 894 107 8294 1/2 225 11.1 15 54.6 74 10.71 272 2.73 1.24 10.9 5.2 8.6 85 96 1/4
CP7830Q 894 107 8306 3/8 190 9.6 13 90 122 12.01 305 2.65 1.2 21 8.7 4.1 85 96 1/4

tools.cp.com

MODEL PART NUMBER DRIVE FREE  
SPEED

WORKING 
TORQUE (REV)

MAX TORQUE 
(REV)

OVERALL 
LENGTH NET WEIGHT AIR CONS  

@LOAD VIBRATION SOUND  
PRESSURE 

SOUND  
POWER 

AIR INLET

in. rpm ft.lb Nm ft.lb Nm in. mm lb kg cfm l/s (m/s2) (dB(A)) (dB(A)) in.

Output drive 3/8” - 1/2”

See accessories page 61

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

CP825CT

EXTREMELY COMPACT

FEATURES AND BENEFITS

  ● Comfortable ultra-compact  
(6.6 in/169 mm long), lightweight  
(1.1 lbs/0.5 kg) tool that allows ease of 
access in hard-to-reach areas
  ● Aluminium body with insulating 
composite housing and head composite 
protective cover supplied with the tool
  ● Short and wide teasing lever to better 
adjust torque with 280 rpm
  ● Back exhaust avoids blowing dirt and 
dust
  ● New power easy-to-use regulator to 
regulate speed from zero to maximum

CP7829

HIGH TORQUE AND 

COMPACTNESS

FEATURES AND BENEFITS

  ● Comfortable ultra-compact  
(6.6 in/169 mm long), lightweight  
(1.1 lbs/0.5 kg) tool that allows ease of 
access in hard-to-reach areas
  ● Adjustable side exhaust avoids blowing 
dirt and dust
  ● Ergonomic composite grip insulates 
operators' hands from cold
  ● Teasing trigger to better adjust the 
torque with 225 rpm

CP7830Q

HIGH TORQUE AND 

DURABILITY FOR 

GENERAL MAINTENANCE

FEATURES AND BENEFITS

  ● Adjustable side exhaust and low noise 
for improved comfort
  ● Progressive teasing throttle to better 
adjust the torque
  ● Grease fitting on the reverse button for 
easier lubrication
  ● Sturdy aluminium alloy head and CP's 
patented TriSpring anti-slip head design 
with protective head cover for higher 
durability

CP7829H
Same features as CP7829  

with 1/2" output drive

Rac het  w renc hes

https://tools.cp.com/en-us/products/ratchetwrenches/cp825ct-sku8941082512
https://tools.cp.com/en-us/products/ratchetwrenches/cp7829-sku8941078293
https://tools.cp.com/en-us/products/cp7830q-sku8941078306
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CP828 T022708 3/8 150 9.6 13 51.6 70 10 254 2.43 1.1 15 7.1 3.2 97 108 1/4
CP886 T024240 3/8 160 9.6 13 50.2 68 10.24 260 2.62 1.19 17 8 3.7 99 110 1/4
CP828H T022970 1/2 150 9.6 13 51.6 70 10 254 2.43 1.1 15 7.1 3.2 97 108 1/4
CP886H T024391 1/2 160 9.6 13 50.2 68 10.24 260 2.62 1.19 17 8 3.7 99 110 1/4
CP7830HQ 894 107 8308 1/2 190 9.6 13 90 122 12.01 305 2.65 1.2 21 8.7 4.1 85 96 1/4

 | General Industry Catalog
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Rac het  w renc hes

CP7830HQ

HIGH TORQUE AND 

DURABILITY FOR 

GENERAL MAINTENANCE

FEATURES AND BENEFITS

  ● Adjustable side exhaust and low noise 
for improved comfort
  ● Progressive teasing throttle to better 
adjust the torque
  ● Grease fitting on the reverse button for 
easier lubrication
  ● Sturdy aluminium alloy head and CP's 
patented TriSpring anti-slip head design 
with protective head cover for higher 
durability

CP828H

DURABLE

FEATURES AND BENEFITS

  ● Aluminium alloy head and CP's 
patented TriSpring anti-slip head design 
lead to greater durability
  ● Grease fitting on the reverse button for 
easier lubrication

Output drive 3/8” - 1/2”

MODEL PART NUMBER DRIVE FREE  
SPEED

WORKING 
TORQUE (REV)

MAX TORQUE 
(REV)

OVERALL 
LENGTH NET WEIGHT AIR CONS  

@LOAD VIBRATION SOUND  
PRESSURE 

SOUND  
POWER 

AIR INLET

in. rpm ft.lb Nm ft.lb Nm in. mm lb kg cfm l/s (m/s2) (dB(A)) (dB(A)) in.

See accessories page 61

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

CP886H

HIGH TORQUE AND LOW 

PROFILE

FEATURES AND BENEFITS

  ● Compact head design for improved 
access in tight places
  ● Easy grip reverse for simple directional 
changes

CP828
Same features as CP828H  

with 3/8" output drive

CP886
Same features as CP886H  

with 3/8" output drive

https://tools.cp.com/en-us/products/ratchetwrenches/cp7830hq-sku8941078308
https://tools.cp.com/en-us/products/ratchetwrenches/cp828h-skuT022970
https://tools.cp.com/en/products/cp886h-skuT024391
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Notes



TORQUE 
WRENCHES
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MADE FOR 

LONG-LASTING 

ACCURACY

Long-lasting accuracy torque 
wrench up to 25,000 cycles 
for vehicle services and MRO 
applications.

FEATURES AND BENEFITS

  ● Precision: 4% according to the 6789 ISO specifications
  ● Comfort: Black aluminum handle (1)
  ● Easy & precise adjustment : Scale in Nm - Torque adjustment with manual locking 
in front of the handle + fine scale graduation (1 Nm) (2)
  ● Robust : 54 teeth ratchet with quick socket release – pear head ratchet – 4/ 5 
teeth in contact when tightening (3)
  ● Complete range : ¼’’ – 3/8’’ – ½” – ¾’’ – 1’’
  ● Durable : Tolerance of durability -> up to 20000 cycles 
  ● Touch & sound signals on release

  ● Provided with calibration certificate

  ● Provided in a protective Blow molded case

Mec hanic a l  Torque Wrenc hes

CP89 SERIES 
Complete range 1/4"  - 3/8"  - 1/2"  - 3/4"  - 1"

https://tools.cp.com/en/products/workshop-equipment/torque-wrenches/cp89-etorque-electronic-torque-wrench-sku692130
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1/4" 1/2"

CP8905 CP8915 CP8920 

 

CP8905 E 8941089050 1/4 3.688 5 18.44 25 25 18.44 0.1 0.073 9.65 245 2.82 1.28
CP8905 8941089055 1/4 50.15 68 250 339 339 250 1 0.73 9.65 245 2.82 1.28
CP8910 E 8941089100 3/8 14.75 20 73.76 100 100 73.76 0.5 0.37 16.14 410 3.31 1.5
CP8910 8941089105 3/8 15 20.3 75 101.7 101.7 75 0.68 0.5 16.14 410 3.31 1.5
CP8915 E 8941089150 1/2 29.5 40 147.5 200 200 147.5 1 0.73 19.49 495 3.46 1.57
CP8915 8941089155 1/2 30 40.675 150 203.37 203.37 150 1.35 1 20.47 520 4.45 2.02
CP8917 E 8941089170 1/2 44.25 60 250.77 340 340 250.77 2 1.475 24.02 610 3.88 1.76
CP8917 8941089175 1/2 50 68 250 339 339 250 2.7 2 24.02 610 3.88 1.76
CP8920 E 8941089200 3/4 110.6 150 553 750 750 553 5 3.7 41.73 1060 35.7 16.2
CP8920 8941089205 3/4 110 149 550 745.7 745.7 550 6.8 5 41.73 1060 35.7 16.2
CP8925 E 8941089250 1 147.5 200 737.6 1000 1000 737.6 5 3.7 49.41 1255 15 6.84
CP8925 8941089255 1 150 203.4 1017 750 750 1017 6.8 5 49.41 1255 15 6.84

 | General Industry Catalog
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with E : metric versions - without E : imperial version

Range capacity 1/4'' - 1''

 Listed speci昀椀cations are for reference only. Please check documents in each tool.

See accessories page 61

3/4"

MODEL PART NUMBER SQUARE 
DRIVE WORKING TORQUE (FW) MAX TORQUE(REV) CAPACITY GRADUATION LENGTH WEIGHT

in. ft.lb Nm ft.lb Nm N*m (Nm) lbf*in (lbf*ft) Nm ft.lb In. mm lb kg

MADE FOR LONG-LASTING ACCURACY

FEATURES AND BENEFITS

  ● 4% according to the ISO 6789 – 1 : 2017 specifications for accuracy
  ● Reliability of the mechanism up to 25,000 cycles guarantees long-lasting accuracy
  ● Torque adjustment with manual locking at the front of the handle ensures ease of use and precise adjustment
  ● The aluminium handle is resistant to common chemicals found in workshops
  ● 54 teeth fixed pear head ratchet for durability

CP8910
Same features as CP8905 with 

3/8'' square drive - see below for 

torque capacities

CP8917
Same features as CP8915 - see 

below for torque capacities

CP8925
Same features as CP8920 - with 1'' square 

drive - see below for torque capacities

https://tools.cp.com/en/products/workshop-equipment/torque-wrenches/cp8905-8941089055
https://tools.cp.com/en/products/workshop-equipment/torque-wrenches/cp8915-8941089155
https://tools.cp.com/en/products/workshop-equipment/torque-wrenches/cp8920-8941089205
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CP89 ETORQUE

CPCare

tools.cp.com

Elec t ron ic  Torque Wrenc hes

QUALITY 

CONTROL 

ANYWHERE. 

PERFORMANCE 

ANYTIME.

FEATURES AND BENEFITS

  ● CPLinQ compatibility (TC models) with high precision at +/- 3% Torque 
& +/- 2% Angle according to ISO 6789 – 1 2027
  ● Haptic: 12 LED progressive light display, very strong noise and 
vibration indicators as torque spec is approached, met, and exceeded 
  ● Durability: Robust gear system accurate up to 25,000 cycles
  ● Ergonomic: 72 teeth (5°) gear head for small working space jobs
  ● Easy to set up: user-friendly interface
  ● Greater operator comfort: soft grip, non-slip handle 

  ● TC models also feature Adjustable Accuracy, Sequencing, Re-hit 
Detection, and Torque Check capabilities to ensure optimal production 

efficiency and proper application of torque every time

CP8916TC

CP8916
Same feature as CP8916 without functions 

among Torque Check... , see details in the 

table next page

CP8918TC

CP8918
Same features as CP8918 without 

functions among Torque Check ... ,  

see details in the table next page

Capacity 1/2”

https://tools.cp.com/en/products/workshop-equipment/torque-wrenches/cp8916tc-sku8941089161
https://tools.cp.com/en/products/workshop-equipment/torque-wrenches/cp8918tc-sku8941089181
https://tools.cp.com/en/products/workshop-equipment/torque-wrenches/cp89-etorque-electronic-torque-wrench-sku692130
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See details p.51

 

CP8916 894 108 9160 435 x 44 x 45 20.1” x 1.7” x 1.8” Fixed ½” 72 20-200 (15-147) +/-3% 110% N - N 1.3 (2.9) Y Y -10° – 40°C (14° - 104°)
CP8916TC 894 108 9161 435 x 44 x 45 20.1” x 1.7” x 1.8” Fixed ½” 72 20-200 (15-147) +/-3% 110% Y +/-2% Y 1.3 (2.9) Y Y -10° – 40°C (14° - 104°)
CP8918 894 108 9180 629 x 44 x 45 24.7” x 1.7” x 1.8” Fixed ½” 72 34-340 (25-250) +/-3% 110% N - N 1.5 (3.3) Y Y -10° – 40°C (14° - 104°)
CP8918TC 894 108 9181 629 x 44 x 45 24.7” x 1.7” x 1.8” Fixed ½” 72 34-340 (25-250) +/-3% 110% Y +/-2% Y 1.5 (3.3) Y Y -10° – 40°C (14° - 104°)

 | General Industry Catalog
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MODEL PART NUMBER DIMENSIONS HEAD TORQUE RANGE ANGLE  
MEASUREMENT

CP LINK
CONNECTIVITY WEIGHT VIBRATION 

INDICATION
LIGHT 

INDICATION
OPERATING 

TEMPERATURE

mm in. Type Square Teeth NM (ft/lb) Accuracy Overload Available Accuracy Kg (lb) C° (F°)

OPTIMIZE PROCESSES  
AND QUALITY IN THE FIELD

Repor t  your  jobs

Tightening report for a quick report 
and data export

Maint a in  your  t oo l

Decrease the risk of breakage with: 

• Tool status follow-up management
• Operation alert 

• Maintenance timeline

" With data collection, sequence  
set-up, CPLinQ is the perfect solution 

to secure your jobs in the 昀椀eld! "

Cont ro l  your  t ight en ing and 

c ount ing sequenc e w i t h :

• P-Set library featuring dedicated 
requirements for each job

• Counting sequence for 100% tightening 
guarantee and 0% rework

See accessories page 61

CP89 STANDALONE Vers ion CP89 TC Vers ion

Torque Control At tool via LED Screen mmVia CPLinQ App or at tool
Torque Accuracy +/- 3% (Adjustable at tool)

Angle Control Via CPLinQ App
Angle Accuracy +/- 2%

P-Set Library

Counting Sequence

Data Collection

Re-Hit Detection

Torque Check

Quick Report

.XLS Report via email or app

Tool Status Management

Operating Alert

Tool Lock & Finder
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CP66 SERIES

 

CP6613 615 180 0090 3/4 20 - - 959 1,300 8.16 3.7 10 254 48 23 <2.5 - 90 101 3/8
CP6626 615 180 0100 1 10 - - 1,920 2,600 11.2 5.1 11.81 300 48 23 <2.5 - 90 101 3/8
CP6641 615 180 0110 1 10 - - 3,020 4,100 19.4 8.8 14.21 361 65 31 <2.5 - 90 101 3/8

CPCare

tools.cp.com

See accessories page 61

MODEL PART NUMBER DRIVE FREE 
SPEED

MIN TORQUE  
1.5 BAR (FW)

MAX TORQUE  
6.3 BARS (REV) NET WEIGHT LENGTH AIR CONS  

@FREE SPEED
VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER

AIR 
INLET

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm cfm l/s a k ISO 15744 - dB(A) in.

Pneum at ic  Torque w renc hes

THE MOST 

ROBUST &  

ACCURATE AIR 

NUTRUNNER IN 

ITS CLASS

Designed for bolting applications 
in the oil & gas, power 
generation and heavy industrial 
application areas, the CP66 
nutrunner series bring you a high 
torque level while also being 
accurate with low vibration.

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

Output 3/4"  - 1”

FEATURES AND BENEFITS

  ● Compact tool for tight high torque application
  ● Industrial FRL ATC pack for high accuracy

  ● Vane type impact wrench air motor for high performance
  ● Lightweight, swiveling handle and one-finger reverse mode for 

high operator comfort

https://tools.cp.com/en-us/products/nutrunners/cp6613-sku6151800090
https://tools.cp.com/en/products/cp6626-sku6151800100
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CP6626  

+ ATC PACK

CP6613  

+ ATC PACK

CP6641  

+ ATC PACK

CP6613 + ATC PACK 615 180 0120 8.16 3.7
CP6626 + ATC PACK 615 180 0130 11.2 5.1
CP6641 + ATC PACK 615 180 0140 19.4 8.8

 | General Industry Catalog

To
rq

ue
 W

re
nc

he
s

See accessories page 61

MODEL PART NUMBER NET WEIGHT

lb kg

CP66 + ATC Pack

All models: Hose int. 3/8” (10 mm) - @90 PSI (@6.3 Bar) Listed speci昀椀cations are for reference only. Please check documents in each tool.

AIR TORQUE  
CONTROL  
(ATC) FRL PACK

Great accuracy with a 昀椀ne 
pressure adjustment

COMBINE THE CP66 NUTRUNNERS WITH THE MOST ERGONOMIC  
AIR SUPPLY SOLUTION FOR HIGH TORQUE TIGHTENING

INDUSTRIAL FRL

• Diaphragm type pressure valve 
• 5 μm 昀椀lter
• Secure oil adjustment 
• ¾’’ Inlet size 
• 16 bars/230PSI max pressure
• 180 ml oil capacity bowl 
• Automatic drain

ANALOGUE GAUGE

• Safe to use in oil and gaz Industry
•  Precise pressure set up

MOBILITY

•  Easy-to-carry  
steel frame

MODEL DESCRIPTION PART NUMBER

ATC PACK FRL 3/4 BSP Contain: FRL+ Analog gauge/Coupling/Ball valve/Fitting 615 813 6540

FRL 3/4"  BSP Filter-regulator, lubricator 3/4" BSP 615 813 5650

Adaptor
3/4 BSP/NPT adaptor is automatically included  
to ATC pack only for North America

615 813 6510

https://tools.cp.com/en-us/products/cordlesselectrictools/cordless-nutrunners/cp8613-pack-36v-2.5ah-sku6151570000
https://tools.cp.com/en-us/products/cp6626-sku6151800100
https://tools.cp.com/en-us/products/nutrunners/cp6641-sku6151800110
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CP86  
SERIES

Bat t er y  t orque w renc hes

CPCare

tools.cp.com

QUALITY 

ANYWHERE. 

PERFORMANCE 

ANYTIME.

Extended mobility and high 
precision with no compromise 
on safety. Thanks to CPLinQ 
app, add control to your process 
quality while in the 昀椀eld.

FEATURES AND BENEFITS

  ● High precision with +/- 4%
  ● Safe tightening with second start button as standard
  ● Extended mobility with lightweight and compact battery
  ● Automatic release reaction arm

  ● Intuitive handling either on OLED Digital screen of the tool or via CPLinQ app

Power generationOil & Gas Mining Heavy vehicles

Railroad & Rolling stock

Agricultural equipment

Shipyard

Construction

https://youtu.be/tPoTw45MGjA?si=EIIjQuEtZdquphHp
https://tools.cp.com/en/products/cp86-series-battery-torque-wrenches-sku164076
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How  t o c hoose your   
bat t er y  t orque w renc h

Choose the feature version

Choose your application torque range

Standalone C - Connected
CQ - Connected 

Qual i ty
TC - Torque 

Check

All models

Performance

Digital OLED display

Automatic release reaction arm

Torque tightening

Counterclockwise tightening

Safety

Double safety button  
(second start safety trigger)

Tool lock & 昀椀nder

Connectivity CPLinQ

Tool 
maintenance

Tool status follow-up management

Operation alert

Maintenance timeline

Job control

Angle tightening

P-Set library (up to 6 P-Set in the tool)

Counting sequence

Report Tightening report

Process 
control

Torque Check

M
o

d
e
ls

CP8603 
up to 325 Nm / 

240 ft.lb

CP8609 
up to 900 Nm / 

530 ft.lb

CP8613 
up to 1300 Nm / 

960 ft.lb

CP8626 
up to 2600 Nm / 

1910 ft.lb

CP8641 
up to 4100 Nm / 

3020 ft.lb

CP8681 
up to 8100 Nm / 

5970 ft.lb
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DESCRIPTION

CP8613 ASSEMBLY DIM
--

MATERIAL

PROJECT No.

RELATED DRAWINGS (For Following Operation)

--
Geometrical Product Specification (GPS) : ISO 8015
Tolerances Standard : ISO 2768-mK
Tolerances for Dimensions less than 0.5 mm = ±0.1 mm

Surface Texture:
ISO 1302External Edges : Internal Edges : ISO 13715

° °

A B C D E F I J K M

CP8603
in. 1.10 2.13 3.58 4.37 3.5 1.34 4.57 2.64 2.99 0.67 11.22 11.06 3.03
mm 28 54 91 111 89 34 116 67 76 17 285 281 77

CP8609
in. 1.32 2.64 6.02 6.73 3.5 1.26 4.57 2.64 2.99 1.34 11.22 13.43 3.03
mm 34 67 153 171 89 32 116 67 76 34 285 341 77

CP8613
in. 1.26 2.48 5.12 5.83 3.5 1.26 4.57 2.64 2.99 1.38 11.22 12.52 3.03 
mm 32 63 130 148 89 32 116 67 76 35 285 318 77

CP8626
in. 1.42 2.64 6.61 7.64 3.5 1.57 4.57 2.64 2.99 1.77 11.22 14.29 3.03 
mm 36 67 168 194 89 40 116 67 76 45 285 363 77

CP8641
in. 1.97 3.19 8.46 9.41 3.5 1.5 4.57 2.64 2.99 1.65 11.22 16.1 3.98 
mm 50 81 215 239 89 38 116 67 76 42 285 409 101

CP8681
in. 2.01 4.02 7.99 9.65 3.5 2.2 4.57 2.64 2.99 2.56 11.22 16.3 4.17 
mm 51 102 203 245 89 56 116 67 76 65 285 414 106

tools.cp.com

Bat t er y  Torque Wrenc hes

Choose your accessories

BATTERY  
CHARGER  
CP18-36CH
See details page <?>

BATTERY  
PACK   
CP36XP25 36V 2,5Ah
See details page <?>

Fish arm 

Based Kit

Fish arm + 

Shoe Kit

Long shaft 

760 mm
Nose extension 

300 mm

Nose extension 

480 mm

Adaptor Kit 

CPxx41 to CPxx26

Compatible 
model

Part number

CP8613 615 178 0970

CP8626 615 180 0560 615 180 0550 615 501 2750 615 178 0980 615 178 0990 615 180 0570

CP8641 615 180 0560 615 180 0550 615 501 2750 615 178 1000 

Dimensions

 
S Type

 
Square Type

 
Steel space bar

 
Sliding-drive

 
Blade

 
Suspension yoke

Model Part number

CP8603 615 813 6285 615 813 6325 615 813 6335 615 813 6305 - 615 813 6310

CP8609 6158136835 6158136855 6158136845
6158136865 & 

6158136875 (ext)
- 8940166654

CP8613 615 813 1800 615 813 1890 615 813 1830 615 813 1860 615 813 6100 615 813 1770

CP8626 615 813 1810 615 813 1900 615 813 1840 615 813 1870 - 615 813 1780

CP8641 615 813 1820 615 813 1910 615 813 1850 615 813 1880 - 615 813 1790

CP8681 615 813 5251 615 813 5281 615 813 5261 615 813 5271 - 615 813 5291

Height (H) Length (L) Width (W)
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« With data collection, sequence set-up 
and maintenance timeline, CPLinQ is 

the perfect solution to secure your jobs 
in the 昀椀eld! »

OPTIMIZE PROCESSES 
AND QUALITY IN THE FIELD

CPLinQ is an application speci昀椀cally dedicated for managers looking to 
control processes and quality in the 昀椀eld to further improve productivity.

Maint a in  your  t oo l

Decrease the risk of breakage with: 

> Tool status follow-up management
> Operation alert 

> Maintenance timeline

Cont ro l  your  t ight en ing 
and c ount ing sequenc e 

w i t h :
P-Set library featuring dedicated 

requirements for each job

Counting sequence for 100% tightening 
guarantee and 0% rework 

 
Torque Check to control bolt loosening and 

adjust torque when necessary

Repor t  your  jobs

Tightening report for a quick report 
and data export
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Bat t er y  t orque w renc hes

  

CP8603 PACK  36V 2.5AH 615 157 0380 3/4 20 51.6-192 70-260 240 325 6.39 2.9 14.29 363 11.22 285 3.03 77 <2.5 - 0 0 2.5 36 V
CP8603C PACK  36V 2.5AH 615 157 0390 3/4 20 51.6-192 70-260 240 325 6.39 2.9 14.29 363 11.22 285 3.03 77 <2.5 - 0 0 2.5 36 V
CP8603CQ PACK  36V 2.5AH 615 157 0400 3/4 20 51.6-192 70-260 240 325 6.39 2.9 14.29 363 11.22 285 3.03 77 <2.5 - 0 0 2.5 36 V
CP8603TC PACK  36V 2.5AH 615 157 0410 3/4 20 51.6-192 70-260 240 325 6.39 2.9 14.29 363 11.22 285 3.03 77 <2.5 - 59 0 2.5 36 V
CP8609 PACK  36V 2.5AH 615 157 1120 1 15 185-530 250-720 665 900 5.7 13.43 341 11.22 285 3.03 77 <2.5 - 58 0 2.5 36 V
CP8609C PACK  36V 2.5AH 615 157 1130 1 15 185-530 250-720 665 900 5.7 13.43 341 11.22 285 3.03 77 <2,5 - 58 0 2.5 36 V
CP8609CQ PACK  36V 2.5AH 615 157 1140 1 15 185-530 250-720 665 900 5.7 13.43 341 11.22 285 3.03 77 <2,5 - 58 0 2.5 36 V
CP8609TC PACK  36V 2.5AH 615 157 1150 1 15 185-530 250-720 665 900 5.7 13.43 341 11.22 285 3.03 77 <2,5 - 58 0 2.5 36 V
CP8613 PACK  36V 2.5AH 615 157 0000 3/4 10 221-767 300-1040 959 1,300 8.16 3.7 12.52 318 11.22 285 3.03 77 <2.5 - 83 0 2.5 36 V
CP8613 WOB PACK  36V 2.5AH 615 157 0340 3/4 10 221-767 300-1040 959 1,300 8.16 3.7 12.52 318 11.22 285 3.03 77 <2.5 - 83 0 2.5 36 V
CP8613C PACK  36V 2.5AH 615 157 0010 3/4 10 221-767 300-1040 959 1,300 8.16 3.7 12.52 318 11.22 285 3.03 77 <2,5 - 83 0 2.5 36 V
CP8613C WOB PACK  36V 2.5AH 615 157 0350 3/4 10 221-767 300-1040 959 1,300 8.16 3.7 12.52 318 11.22 285 3.03 77 <2.5 - 83 0 2.5 36 V
CP8613CQ PACK  36V 2.5AH 615 157 0020 3/4 10 221-767 300-1040 959 1,300 8.16 3.7 12.52 318 11.22 285 3.03 77 <2,5 - 83 0 2.5 36 V
CP8613CQ WOB PACK  36V 2.5AH 615 157 0360 3/4 10 221-767 300-1040 959 1,300 8.16 3.7 12.52 318 11.22 285 3.03 77 <2.5 - 83 0 2.5 36 V
CP8613TC PACK  36V 2.5AH 615 157 0670 3/4 10 221-767 300-1040 959 1,300 8.16 3.7 12.52 318 11.22 285 3.03 77 <2,5 - 83 0 2.5 36 V
CP8613TC WOB PACK  36V 2.5AH 615 157 0710 3/4 10 221-767 300-1040 959 1,300 8.16 3.7 12.52 318 11.22 285 3.03 77 <2.5 - 83 0 2.5 36 V
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MODEL PART NUMBER DRIVE FREE 
SPEED WORKING TORQUE MAX TORQUE WEIGHT LENGTH HEIGHT WIDTH VIBRATION LEVEL 

ISO 28927 (M/S2)
SOUND 
PRESS.

SOUND 
POWER BATTERY

in. rpm ft.lb Nm ft.lb Nm lb kg in. mm in. mm in. mm a k ISO 15744 - dB(A) V Ah

CP8613CP8609CP8603

QUALITY ANYWHERE.  

PERFORMANCE ANYTIME.

FEATURES AND BENEFITS

  ● High precision with +/- 4%
  ● Safe tightening with second start button as standard
  ● Extended mobility with lightweight and compact battery
  ● Automatic release reaction arm
  ● Intuitive handling either on OLED Digital screen of the tool or via CPLinQ app

https://tools.cp.com/en-us/products/cordlesselectrictools/cordless-nutrunners/cp8603-pack-36v-2.5ah-sku6151570380
https://tools.cp.com/en-us/products/cp8613-pack-36v-2.5ah-sku6151570000
https://youtu.be/tv-oREC5sWY?si=521JksxjiMJH6qvq
https://tools.cp.com/en-us/products/cordlesselectrictools/cordless-nutrunners/cp8609-pack-36v-2.5ah-sku6151571120


https://tools.cp.com/en-us/products/cordlesselectrictools/cordless-nutrunners/cp8626-pack-36v-2.5ah-sku6151570030
https://tools.cp.com/en/products/cordlesselectrictools/cordless-nutrunners/cp8641-pack-36v-2.5ah-sku6151570060
https://tools.cp.com/en/products/cordlesselectrictools/cordless-nutrunners/cp8681-pack-36v-2.5ah-sku6151570090


https://tools.cp.com/en-us/products/nutrunners/cp7600xb-sku8941076010


https://tools.cp.com/en-us/products/nutrunners/cp7600xb-r-sku8941076011
https://tools.cp.com/en-us/products/nutrunners/cp7600xb-r4p-sku8941076015
https://tools.cp.com/en-us/products/nutrunners/cp7600xc-r4p-sku8941076025


https://youtu.be/tPoTw45MGjA?si=EIIjQuEtZdquphHp
https://tools.cp.com/en-us/products/cordlesselectrictools/cordless-nutrunners/cp8609-ebluetork-series-battery-torque-wrench-sku675464






























https://cp-selector-grinder-front.onrender.com/?lang=en




https://tools.cp.com/en/products/grinders/cp875-skuT023995
https://tools.cp.com/en/products/cp7406-sku8941074060
https://youtu.be/MrLPYKShCUo?si=jqWVT4fE0OqACAJb


https://tools.cp.com/en/products/cp3030-325r-sku6151604090


https://tools.cp.com/en/products/cp3019-20ac-sku6151604080


https://tools.cp.com/en/products/cp3109-13ac-sku6151604060
https://tools.cp.com/en/products/grinders/diegrinders/cp3550-120acc


https://tools.cp.com/en/products/cp9104q-sku6151959104
https://tools.cp.com/en/products/cp3000-600cr-3mm-sku6151600330


https://tools.cp.com/en/products/cp876-skuT023996
https://tools.cp.com/en/products/cp860-skuT019704


https://tools.cp.com/en/products/cp7405-sku8941074050
https://youtu.be/q8da_IHpYQE?si=6Bbn4-L68qircwnb


https://tools.cp.com/en/products/cp3000-325r-sku6151600150
https://youtu.be/pVS3dm9jsrE?si=HevLHb3Hr7m3ESf3


https://tools.cp.com/en/products/cp9113g-sku6151600010


https://www.google.fr/


https://tools.cp.com/en/products/cp3019-31-sku6151600120


https://tools.cp.com/en/products/cp3119-22-sku6151600080
https://youtu.be/r0dON1EDnzs?si=CEm6gaFcfUWKDqgL


https://tools.cp.com/en/products/cp3019-31-sku6151600120


https://tools.cp.com/en/products/cp7410-sku8941074100
https://youtu.be/q8da_IHpYQE?si=6Bbn4-L68qircwnb
https://tools.cp.com/en/products/cp860es-skuT023193


https://tools.cp.com/en/products/cp9113ges-sku6151602070
https://tools.cp.com/en/products/cp3451-18sec-sku6151602010


https://tools.cp.com/en/products/cp3550-180es-sku6151602360
https://youtu.be/f1lJX1USJVw?si=zEbtMEZKsWUzfLcJ


https://tools.cp.com/en/products/cp3019-20es-sku6151602170


https://tools.cp.com/en/products/cp3109-28es-sku6151602100


https://tools.cp.com/en/products/cp3119-18es-sku6151602130
https://youtu.be/4h4O3qgdUVI?si=ikVncdg7khqh8IVn


https://tools.cp.com/en/products/cp3119-12exl-sku6151602160










https://tools.cp.com/en/products/cp3451-18se3-sku6151602030
https://tools.cp.com/en/products/cp3119-18es3-sku6151606060
https://tools.cp.com/en/products/cp3119-123x-sku6151606070


https://tools.cp.com/en/products/cp3249-gabsyge-sku6151606180
https://tools.cp.com/en/products/cp3249-gabsyg-sku6151606130




https://tools.cp.com/en/products/cp7500d-sku8941075001
https://tools.cp.com/en/products/cp3019-20a3-sku6151607070


https://tools.cp.com/en/products/cp9122br-sku6151957222


https://tools.cp.com/en/products/cp854-skuT023186
https://tools.cp.com/en/products/cp3040gastim-sku6151607020
https://tools.cp.com/en/products/cp3109-13a4-sku6151607030


https://tools.cp.com/en/products/cp3450-12aa5-sku6151604040
https://tools.cp.com/en/products/cp7545-b-sku8941075452


https://youtu.be/f1lJX1USJVw?si=NPaedjM4VWoohAQi
https://tools.cp.com/en/products/cp3550-120aa5-sku6151607780


https://tools.cp.com/en/products/cp3650-120aa5v-sku6151607870
https://youtu.be/hqp4rnNk1RU?si=NylhVcraHDYAt_yb


https://www.youtube.com/watch?v=rwehAJ-6IEA
https://www.youtube.com/watch?v=loUIyQfjOCs
https://www.youtube.com/watch?v=rwehAJ-6IEA


https://youtu.be/s6mwbLkM6hM?si=Nzju5iw5Tdf8imcs
https://tools.cp.com/en/products/cp9123-sku6151959123
https://tools.cp.com/en/products/angle-grinder-cp3750-085aa7-sku6151607830
https://tools.cp.com/en/products/cp857-skuT024387


https://tools.cp.com/en/products/cp3850-85ab7v-sku6151607440
https://youtu.be/vSI1xxgHgWk?si=Mr0uxHf4Ff3WZfWT


https://tools.cp.com/en/products/grinders/cp3850-65ah9ve-sku6151704950
https://tools.cp.com/en/products/cp3850-85ab7ve-sku6151704920
https://youtu.be/CjPYle96gug?si=5FWPoxRpOZlEt8S8


https://youtu.be/0lNg7tl8qjg?si=XAV72AlLa5d7FAPm
https://tools.cp.com/en/products/grinders/cp3t30-085ah7v-sku6151607930




https://tools.cp.com/en/products/cp3330-salavet-sku6151609210
Video: https://youtu.be/p1RzCgepaX0?si=Cu4uoeGTCLSDnGfJ


https://tools.cp.com/en/products/cp3340-salavel-sku6151609290
https://tools.cp.com/en/products/grinders/cp3340-salavade-sku6151609310


https://tools.cp.com/en/products/cp3349-salavele-sku6151609130
https://youtu.be/bcbJhsk-GPI?si=y3-LjOlRoAl6rkk7


https://www.google.fr/
https://tools.cp.com/en/products/grinders/cp3349-salavel-sku6151609070


















https://tools.cp.com/en/products/cp7202-sku8941072021
https://tools.cp.com/en/products/cp9778-sku6151939778
https://tools.cp.com/en/products/cp3070-120g-sku6151620090


https://tools.cp.com/en/products/cp3030-515afr-sku6151620100
https://tools.cp.com/en/products/cp3019-20af-sku6151607090


https://tools.cp.com/en/products/cp3550-120ab-sku6151620370
https://youtu.be/f1lJX1USJVw?si=zEbtMEZKsWUzfLcJ


https://tools.cp.com/en-us/products/cp3650-075ab-sku6151620460
https://youtu.be/hqp4rnNk1RU?si=qYNksQrWu10oMao5


https://tools.cp.com/en/products/angle-sander-cp3750-085aa-sku6151620410


https://tools.cp.com/en/products/cp3850-85abve-sku6151704970


https://youtu.be/0lNg7tl8qjg?si=WXBk7bo4x8oI-gKw
https://tools.cp.com/en/products/sanders/cp3t30-085abv-sku6151620480




https://tools.cp.com/en/products/cp3510-sku6151933510
https://tools.cp.com/en/products/cp3514-sku6151933514


https://tools.cp.com/en/products/cp7215-sku8941072151
https://tools.cp.com/en/products/cp7225sve-sku8941272252


https://tools.cp.com/en/products/cp7255cve-sku8941272553
https://tools.cp.com/en/products/cp7255hcve-sku8941272555


https://tools.cp.com/en-us/products/cp7220cve-sku8941272203


https://tools.cp.com/en-us/products/sanders/cp5303-r5-sku6151702330


https://tools.cp.com/en-us/products/sanders/cp5303-50sv-sku6151702220
https://tools.cp.com/en-us/products/sanders/cp5303-50cv-sku6151702250


https://tools.cp.com/en-us/products/sanders/cp5306-50sv-sku6151702130


https://tools.cp.com/en-us/products/sanders/cp5506-r6-sku6151700660
https://tools.cp.com/en-us/products/sanders/cp5518-60h-sku6151702800
https://tools.cp.com/en-us/products/sanders/cp5518-50h-sku6151701970


https://tools.cp.com/en/products/cp7268-sku8941072680


https://tools.cp.com/en/products/cp7263e-sku8941072650
https://tools.cp.com/en/products/cp7264cve-sku8941172640
https://tools.cp.com/en/products/cp7267cve-sku8941172670


https://tools.cp.com/en/products/cp9779-sku6151939779
https://tools.cp.com/en-us/products/sanders/cp858-skuT025179
https://youtu.be/F-YeGdNZtyI?si=DpkRCHUHmbCYF0OC


https://tools.cp.com/en/products/cp5080-3260d12-sku6151620000
https://tools.cp.com/en/products/cp5080-3260h19-sku6151620200


https://tools.cp.com/en/products/cp5080-4200d24-sku6151620010
https://tools.cp.com/en/products/cp5080-4200h18-sku6151620020
https://tools.cp.com/en/products/cp5080-5220h18-sku6151620030




















https://tools.cp.com/en-us/products/drills/cp7300rc-sku8941073011
https://tools.cp.com/en-us/products/drills/cp7300rqcc-sku8941073012
https://www.youtube.com/watch?v=iK-HSot11PY


https://www.google.fr


https://tools.cp.com/en-us/products/drills/cp785-series-drills-sku24153
https://tools.cp.com/en-us/products/drills/cp1014p05-sku6151580190
https://tools.cp.com/en-us/products/drills/cp9285c-sku8941092850


https://tools.cp.com/en-us/products/drills/cp1117-series-drills-sku23225


https://tools.cp.com/en-us/products/drills/cp789r-26-skuT025180
https://tools.cp.com/en-us/products/drills/cp9790c-sku8941097900
https://tools.cp.com/en-us/products/drills/cp1114r26-sku6151580330


https://tools.cp.com/en/products/drills/cp9288c-sku8941092880
https://tools.cp.com/en/products/cp785h-skuT024134
https://tools.cp.com/en/products/cp789hr-skuT025165


https://tools.cp.com/en/products/cp1117p05-sku6151580170


https://tools.cp.com/en-us/products/drills/cp9789c-sku8941097890
https://tools.cp.com/en/products/cp1114r05-sku6151580310
https://tools.cp.com/en/products/drills/cp1114r09-sku6151580320


https://tools.cp.com/en-us/products/drills/cp887c-sku8941008870
https://tools.cp.com/en-us/products/drills/cp879c-sku8941008790
https://tools.cp.com/en/products/cp1816-sku6151580300


https://tools.cp.com/en/products/cp1820r22-sku6151580280
https://tools.cp.com/en/products/drills/cp1820r32-sku6151580290
https://tools.cp.com/en-us/products/drills/cp1720r50-sku6151580270






https://tools.cp.com/en/products/cp9361-skuT012644
https://tools.cp.com/en/products/cp9161-sku6151820000


https://tools.cp.com/en/products/cp7125-sku8941071250
https://tools.cp.com/en/products/b18m-sku6151740280
https://tools.cp.com/en/products/b18mv-sku6151740520


https://tools.cp.com/en/products/cp7120-sku8941071200
https://tools.cp.com/en/products/cp7115-sku8941071150


https://tools.cp.com/en/products/cp9356ns-skuT022165
https://tools.cp.com/en/products/cp0456-lasan-skuT013049
https://tools.cp.com/en/products/b16m-sku6151740260


https://tools.cp.com/en/products/b16mv-sku6151740500


https://tools.cp.com/en/products/cp7111-sku8941071110
https://tools.cp.com/en/products/cp714-skuT012735
https://tools.cp.com/en/products/cp717-skuT020120


https://tools.cp.com/en/products/ra1bl-sku6151740190
https://tools.cp.com/en/products/gv5-sku6151740170
https://tools.cp.com/en/products/percussivetools/ra2h-sku6151740210


https://tools.cp.com/en/products/b16b-sku6151740250
https://tools.cp.com/en/products/percussivetools/b19b-sku6151740300


https://tools.cp.com/fr/products/b14a-sku6151740220
https://tools.cp.com/fr/products/b23-sku6151740420


https://tools.cp.com/fr/products/cp9362-2r-sku6151612010


https://tools.cp.com/en/products/cp9373-3r-sku6151612130


https://tools.cp.com/en-us/products/b20-series-long-reach-scalers-sku23665


https://tools.cp.com/en-us/products/percussivetools/cp0200-series-sand-rammers-sku23521




















https://tools.cp.com/en-us/products/specialtycutting/cp9885


https://tools.cp.com/en/products/cp7900-sku8941079000
https://tools.cp.com/en/products/cp7901-sku8941079011
https://tools.cp.com/en/products/cp881-skuT023916


https://tools.cp.com/en-us/products/cp861-skuT022039
https://tools.cp.com/en-us/products/speciality-tools-11006.12049/cp9705-sku6151939705
https://tools.cp.com/en-us/products/specialtycutting/cp874-skuT025375


https://tools.cp.com/en-us/products/specialtycutting/cp785s-skuT023200
https://tools.cp.com/en-us/products/specialtycutting/cp835-skuT022550


https://tools.cp.com/en-us/products/speciality-tools-11006.12049/cp873k-skuT024362
https://tools.cp.com/en/products/speciality-tools-11006.12049/cp873c-hd-sku8940177048
https://tools.cp.com/en/products/cp8323-2speed-cordless-tire-buffer-kit-sku8941183230
https://youtu.be/U0LHLqKTRJs?si=9K1TcFhyHtOQLUUt


https://tools.cp.com/en-us/products/cp85030-sku8941085030


https://air-motors.cp.com/


https://air-motors.cp.com








https://tools.cp.com/en/products/cp2136-sku8941021360
https://tools.cp.com/en/products/cp2141-sku8941021410


https://tools.cp.com/en/products/cp2755-sku6151922755
https://tools.cp.com/en/products/cp2810-sku6151630070


https://tools.cp.com/en/products/cp2780-sku6151922780


https://tools.cp.com/en/products/cp782-skuT025097
https://tools.cp.com/en-us/products/screwdrivers/cp2822-sku6151630090
https://tools.cp.com/en/products/cp2623-sku6151922623


https://tools.cp.com/en/products/cp781-skuT025096
https://tools.cp.com/en/products/screwdrivers/cp2812-sku6151630080
https://tools.cp.com/en-us/products/screwdrivers/cp2612


https://tools.cp.com/en/products/screwdrivers/cp2621-sku6151922621
https://tools.cp.com/en/products/cp2824-sku6151630100


https://tools.cp.com/en/products/cp2611-sku6151922611
https://tools.cp.com/en/products/cp2814-sku6151922005








https://tools.cp.com/en/products/compression-tools/cp9886-sku8941098860


https://tools.cp.com/en/products/cp4282-sku6151740600


https://tools.cp.com/en/products/compression-tools/cp4210cs-sku6151710180










https://tools.cp.com/en-us/expert-corner/blog/how-to-set-up-my-ail-line-correctly















































